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CONTRACT NO. _______ 
 

CITY OF GRASS VALLEY 
PUBLIC WORKS DEPARTMENT 

ENGINEERING DIVISION 
 

CONSTRUCTION CONTRACT 
  
 
THIS CONTRACT is made on the date set forth below, by and between the CITY OF GRASS VALLEY, a municipal 
corporation within the State of California (hereinafter "CITY"), and _______________________, a type in business 
form and state of license i.e. California Corporation, (hereinafter “CONTRACTOR”). The CITY and CONTRACTOR 
for the consideration hereinafter mentioned agree as follows:   
 
ARTICLE 1: SCOPE OF WORK 
 

1.1. CONTRACTOR agrees to furnish all work, labor, tools, materials, transportation, equipment, 
services, and other means of construction necessary to perform and complete in a good and 
workmanlike manner, those certain improvements as called for, and in the manner designated in, 
and in strict conformity with Contract No. _______ entitled:  JOYCE DRIVE SOIL REMEDIATION 
PROJECT, PROJECT NO. 26-03, hereafter "PROJECT", in compliance with the Contract 
Documents as described in Article 3. 

 
1.2. CONTRACTOR understands and agrees that the work, labor, tools, materials, transportation, 

equipment, incidentals, services and other means of construction for the Project shall be furnished 
and the work performed as required in the Contract Documents under the sole direction and control 
of CONTRACTOR, and subject to the inspection and approval of the CITY, or its representatives.   

 
ARTICLE 2: CONTRACT PRICE 
 

2.1. The CITY agrees to pay and the CONTRACTOR agrees to accept, in full payment for the work 
above agreed to be done, the sum of _______________________________ ($_______________) 
subject to additions and deductions as provided in the Contract Documents.   

 
ARTICLE 3: CONTRACT DOCUMENTS   
 

3.1. The complete Contract consists of the following documents, to wit: 
Notice to Contractors   
Executed Proposal, including the Bidder’s Bond and Non-Collusion Affidavit 
Construction Contract   
Project Plans for this Project   
Special Provisions for this Project   
City of Grass Valley Improvement Standards   
Executed Performance Bond   
Executed Labor and Materials Bond   
Labor Code Section 1861 Certification 
List of Subcontractors 

 
3.2. Any and all obligations of the CITY and the CONTRACTOR are fully set forth and described in the 

above documents. All of the above documents are intended to be interpreted so that any work 
called for in one and not mentioned in another or vice versa is to be executed as if mentioned in all 
said documents.  The documents comprising the complete Contract are sometimes collectively 
referred to as the Contract Documents.   

 
ARTICLE 4: TIME FOR PERFORMANCE - LIQUIDATED DAMAGES 
 

4.1. The Commencement date for determination of the time for completion shall be the date the City 
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engineer directs the CONTRACTOR to proceed, as stated in the Notice to Proceed. The 
CONTRACTOR shall complete all work required by the Contract within 50 working days after said 
commencement date, as adjusted and provided for in the Contract Documents.   

 
4.2. In the event CONTRACTOR does not complete all work required by the Contract within the time 

specified above, liquidated damages shall be imposed upon the CONTRACTOR. CONTRACTOR 
agrees that if all the work called for under this Contract in all parts and requirements is not 
completed within the performance time period set forth above, the CITY will be damaged. As it is 
and will be impracticable to ascertain and determine the actual damage the CITY will sustain, 
CONTRACTOR agrees to pay to CITY five hundred dollars ($1000.00) per calendar day for each 
and every day(s) delay in finishing the work in excess of the working days described. Time is of the 
essence in this contract. CONTRACTOR further agrees that CITY may deduct the amount of these 
damages from any moneys due or that may become due the CONTRACTOR under this Contract. 
To the extent appropriate, as determined by CITY in its sole discretion, CITY shall administer this 
Article in accordance with the California Department of Transportation Standard Specifications 
Section 8-1.10 Liquidated Damages, latest edition.   

 
ARTICLE 5: INDEMNITY & HOLD HARMLESS 
 

5.1. The CITY, and all its officers, agents, employees, outside parties hired to inspect and/or design the 
work, and volunteers thereof connected with the work, including but not limited to, the City Engineer 
and the Engineer, shall not be answerable or accountable in any manner for the loss or damage to 
any of the materials or other things used or employed in performing the work; for injury to or death 
of any person, either worker or the public; or damage to property from any cause which may have 
been prevented by CONTRACTOR or his or her workers or anyone employed by him/her.   

 
5.2. CONTRACTOR shall be responsible for any liability imposed by law and for injuries to or death of 

any person including, but not limited to, workers and the public, or damage to property resulting 
from defects or obstructions or from any cause whatsoever during the progress of the work or at 
any time before its acceptance.   

 
5.3. The CONTRACTOR shall indemnify and save harmless the CITY, and its officials, officers, agents, 

employees, or consultants and volunteers thereof connected with the work, including but not limited 
to, the City Engineer and the Engineer, from all claims, suits, or actions of every name, kind, and 
description brought forth on or on account of injuries to or death of any person, including but not 
limited to, workers or the public or damage to property resulting from the performance of the 
contract except as otherwise provided by statute or section 5.6 below. CONTRACTOR’s duty to 
indemnify and save harmless include the duties to defend as set forth in Civil Code Section 2778.   

 
5.4. With respect to third party claims against the CONTRACTOR, the CONTRACTOR waives any and 

all rights to any type of express or implied indemnity against the CITY, its officials, officers, 
employees, agents, consultants, or volunteers.   

 
5.5. It is the intent of the parties that the CONTRACTOR will indemnify and hold harmless the CITY, its 

officers, employees, agents and volunteers, from any and all claims, suits, or actions as set forth 
above, regardless of the existence or degree of fault or negligence on the part of the CITY, the 
CONTRACTOR, the subcontractors or employees of any of these, other than the sole or gross 
negligence of the CITY, its officials, officers, employees, agents, consultants, or volunteers. 

 
5.6. In compliance with and pursuant to Government Code § 4215, CITY shall assume the 

responsibility, between the parties to the contract, for the timely removal, relocation, or protection 
of existing main- or trunk-line utility facilities located on the site of any construction project that is a 
subject of the contract, if such utilities are not identified by CITY in the plans and specifications 
made a part of the invitation for bids. CITY shall compensate CONTRACTOR for its reasonable 
and actual costs of locating, repairing damage not due to the failure of the CONTRACTOR to 
exercise reasonable care, and removing or relocating such utility facilities not indicated in the plans 
and specifications with reasonable accuracy, and for equipment on the project necessarily idled 
during such work. CONTRACTOR shall not be assessed liquidated damages for delay in 
completion of the project when such delay was caused by the failure of CITY or the owner of the 
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utility to provide for removal or relocation of such utility facilities. 
 
ARTICLE 6: INSURANCE 
 

6.1. Throughout the period of this agreement, the CONTRACTOR shall provide the following minimum 
insurance coverage as listed below.  CONTRACTOR shall file with CITY certificate(s) of Insurance 
and endorsements, in a form acceptable to CITY, and consistent with this agreement at the time of 
execution of this agreement.  The insurance company must be acceptable to CITY, with a Best’s 
Rating of no less than A:VII.  Documentation of such rating acceptable to the CITY shall be provided 
at the same time Insurance Certificates are submitted. The Current evidence of coverage provided 
to the City shall be for the entire required period of insurance, including the one (1) year warranty 
period.   

 
6.1.1 Any deductibles must be declared to, and approved by, the City. 

 
6.2. In the event any of the required policies are canceled or expire before the completion of the project 

and the CONTRACTOR does not furnish a new certificate(s) of insurance before cancellation or 
expiration, the CITY may obtain the required insurance and deduct the premium(s) from Contract 
monies due the CONTRACTOR.   

 
6.3. WORKER'S COMPENSATION AND EMPLOYERS LIABILITY INSURANCE:  

 
6.3.a. The CONTRACTOR shall maintain adequate Workers’ Compensation Insurance under the 

Laws of the State of California. CONTRACTOR shall fully comply with the provisions of 
Section 3700 of the Labor Code, which requires every employer to be insured against liability 
for Workers’ Compensation or to undertake self-insurance in accordance with the provisions 
of that Code, before commencing the performance of the work.    

 
6.3.b. By CONTRACTOR'S signature hereunder, CONTRACTOR certifies that he/she is aware 

of the provisions of Section 3700 of the California Labor Code which require every 
employer to be insured against liability for workers’ compensation or to undertake self-
insurance in accordance with the provisions of that Code, and he/she will comply with such 
provisions before commencing the performance of this Contract.   

 
6.3.c.    If such insurance is underwritten by any agency other than State Compensation Fund, such 

agency shall be a company authorized to do business in the State of California.   
 

6.3.d. CONTRACTOR shall require all subcontractors to maintain adequate Workers’ 
Compensation Insurance. Certificates of such Workers’ Compensation shall be filed forthwith 
with the CITY upon demand.   

   
6.3.e. Worker's Compensation Insurance shall be provided as required by any applicable law or 

regulation.  Employer's liability insurance shall be provided in amounts not less than the 
following: 

 
 One Million dollars ($1,000,000) each accident for bodily injury by accident 
 One Million dollars ($1,000,000) policy limit for bodily injury by disease 
 One Million dollars ($1,000,000) each employee for bodily injury by disease 

 
6.3.f. If there is an exposure of injury to CONTRACTOR’S employees under the U.S. 

Longshoremen’s and Harbor Worker’s Compensation Act, the Jones Act, or under laws, 
regulations, or statutes applicable to maritime employees, coverage shall be included for 
such injuries or claims.   

 
6.3.g. Each Worker's Compensation policy shall be endorsed with the following specific language: 

 
Cancellation Notice:  "This policy shall not be canceled or materially changed 
without first giving thirty (30) days prior written notice to the City of Grass Valley."  
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Waiver of Subrogation: “The Insurance Company agrees to waive all rights of 
subrogation against the Entity, its elected or appointed officials, agents, employees 
and volunteers for losses paid under the terms of this policy which arise from the 
work performed by the Named Insured for the Entity.”   
 

6.4. GENERAL LIABILITY INSURANCE: 
 

6.4.a. Comprehensive General Liability or Commercial General Liability insurance no less broad 
than ISO form CG 00 01, covering all operations by or on behalf of CONTRACTOR, providing 
insurance for bodily injury liability and property damage liability for the limits of liability 
indicated below and including coverage for: premises, operations; products and completed 
operations; contractual liability insuring the obligations assumed by CONTRACTOR in this 
Agreement; broad form property damage (including completed operations); explosion, 
collapse, and underground hazards; personal injury liability.    

 
6.4.b. Except with respect to bodily injury and property damage included within the products and 

completed operations hazards, the aggregate limits, where applicable, shall apply 
separately to CONTRACTOR’S work under the Contract. One of the following forms is 
required: Commercial General Liability (Occurrence); or Commercial General Liability 
(Claims Made).   

 
6.4.c. If CONTRACTOR carries a Commercial General Liability (Occurrence) policy: 

 
 1. The limits of liability shall not be less than: 

 
 One Million dollars ($1,000,000) each occurrence (combined single limit for 

bodily injury and property damage)  
 One Million dollars ($1,000,000) for Personal Injury Liability 
 Two Million dollars ($2,000,000) for Products-Completed Operations 
 Two Million dollars ($2,000,000) General Aggregate 

 
2. If the policy does not have an endorsement providing that the General Aggregate 

Limit applies separately, or if defense costs are included in the aggregate limits, then 
the required aggregate limits shall be Two Million dollars ($2,000,000).   

 
6.4.d. Special Claims Made Policy Form Provisions: 

 
CONTRACTOR shall not provide a Commercial General Liability (Claims Made) 
policy without the prior written consent of CITY, which consent, if given, shall be 
subject to the following conditions:   

 
 1. The limits of liability shall not be less than: 

 
 One Million dollars ($1,000,000) each Occurrence (combined single limit for 

bodily injury and property damage) 
 One Million dollars ($1,000,000) for Personal Injury Liability 
 Two Million dollars ($2,000,000) Aggregate for Products Completed 

Operations 
 Two Million dollars ($2,000,000) General Aggregate 

 
2. The insurance coverage provided by CONTRACTOR shall contain language 

providing coverage up to one (1) year following the completion of the Contract to 
provide insurance coverage for the hold harmless provisions herein if the policy is a 
Claims Made Policy.   

 
6.5. CONFORMITY OF COVERAGES: 

 
6.5.a. If more than one policy is used to meet the required coverages, such as a separate umbrella 

policy, such policies shall be consistent with all other applicable policies used to meet these 
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minimum requirements. For example, all policies shall be Occurrence Liability policies, or all 
shall be Claims Made Liability policies if approved by the CITY as noted above. In no case 
shall the types of coverages be different.   

 
6.6. ADDITIONAL REQUIREMENTS:  

 
6.6.a. Premium Payments: Insurers shall have no recourse against the CITY, its funding agencies, 

its officers and employees, or any of them for payment of any premiums or assessments 
under any policy.   

 
6.6.b. Policy Deductibles: The CONTRACTOR shall be responsible for all deductibles in all of 

CONTRACTOR’S insurance policies. The amount of deductibles for insurance coverage 
required herein should be reasonable and subject to CITY’S approval.   

 
6.6.c. CONTRACTOR’S Obligations: CONTRACTOR’S indemnity and other obligations shall not 

be limited by the foregoing insurance requirements and shall survive the expiration of this 
agreement.   

 
6.6.d. Material Breach: Failure of the CONTRACTOR to maintain the insurance required by this 

agreement, or to comply with any of the requirements of this section, shall constitute a 
material breach of the entire agreement.   

 
6.6.e Duration of Coverage:  City must be an additional insured for completed operations for a 

period of one (1) year after completion of the work.   
 
6.6.f Project Reference: The Comprehensive or Commercial General Certificate of Insurance 

must reference the project specifically by project title.   
 

6.7. ENDORSEMENTS: 
 

6.7.a.  Each Comprehensive or Commercial General Liability policy shall be endorsed with the 
following specific language:   

 
Cancellation Notice:  “This policy shall not be canceled, materially reduced, or materially changed 
without first giving thirty (30) days prior written notice to the City of Grass Valley.”    

 
Waiver of Subrogation: “The Insurance Company agrees to waive all rights of subrogation against 
the City of Grass Valley, its elected or appointed officials, agents, employees and volunteers for 
losses paid under the terms of this policy which arise from the work performed by the Named Insured 
for the City of Grass Valley.” 
 
“Provisions Regarding the Insured’s Duties:  “ Any failure to comply with reporting provisions of the 
policy or breaches or violations of warranties shall not affect coverage provided to the Entity, its 
elected or appointed officers, officials, employees or volunteers.”   

 
“Except as stated above, nothing herein shall be held to waive, alter or extend any of the limits, 
conditions, agreements or exclusions of the policy to which this endorsement is attached.” 

 
"The City of Grass Valley, and additional insureds, and all insureds officers, agents, outside 
parties hired to inspect and/or design the work, employees, and volunteers are to be covered as 
insured for all liability arising out of the operations by or on behalf of the named insured in the 
performance of this Agreement.”   
 
The City of Grass Valley’s policy of insurance shall be excess and noncontributing: “The insurance 
provided by the Contractor, including any excess liability or umbrella form coverage, is primary 
coverage to the City of Grass Valley and additional insureds, with respect to any insurance or self-
insurance programs maintained by the City of Grass Valley and additional insureds, and no 
insurance held or owned by the City of Grass Valley and additional insureds shall be called upon 
to contribute to a loss.”   
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6.8. AUTOMOBILE LIABILITY INSURANCE: 

 
6.8.a. CONTRACTOR shall provide Automobile Liability insurance covering bodily injury and 

property damage in an amount no less than One Million dollars ($1,000,000) combined single 
limit for each occurrence.     

 
6.8.b. Covered vehicles shall include owned, non-owned, and hired automobiles/trucks. 
 
6.8 c. Endorsements: The endorsements listed above for each Comprehensive or General   

Liability Policy shall also apply to the Automobile Liability Policy.   
 

6.8 d. Required Evidence of Coverage: Properly completed Certificate of Insurance. 
 

ARTICLE 7: PRECEDENCE IN CONFLICTING DOCUMENTS 
 

7.1. It is further expressly agreed by and between the parties hereto that should there be any conflict 
between the terms of this instrument and the bid or proposal of said CONTRACTOR, then this 
instrument shall control and nothing herein shall be considered as acceptance of any terms of that 
proposal conflicting herewith.   

 
ARTICLE 8: BOND REQUIREMENTS 
 

8.1. CONTRACTOR shall furnish both a Faithful Performance Bond and a Payment Bond (hereinafter 
collectively “Bonds”) in the full amount of the Contract on the forms provided by the CITY. CITY 
shall retain the Performance Bond for a one-year guarantee period from the date of the CITY’S 
acceptance of the work.   

 
8.2. The bonds shall be obtained from a California admitted surety licensed by the State of California to 

act as surety upon bonds and undertakings and which maintains in this State at least one office for 
the conduct of its business. The surety shall furnish reports as to its financial condition from time to 
time upon request by CITY.   

 
8.3. In case of any conflict between the terms of the Contract and the terms of the Bonds, the terms of the 

Contract shall control and the Bonds shall be deemed to be amended thereby.   
 

8.4. CONTRACTOR agrees to obtain the consent of the surety, if required, to any change, extension of 
time, alteration, or addition to any of the terms of the Contract Documents.   

 
ARTICLE 9: COMPLIANCE WITH LAWS 
 

9.1. CONTRACTOR is an independent contractor and shall, at its sole cost and expense comply with 
all laws, rules, ordinances and regulations of all governing bodies having jurisdiction over the work, 
obtain all necessary permits (unless the Contract Documents specifically state elsewhere that CITY 
shall obtain a particular permit) and licenses therefore, pay all manufacturers’ taxes, sales taxes, 
use taxes, processing taxes, and all Federal and State taxes, insurance and contributions for social 
security and unemployment which are measured by wages, salaries or any remuneration paid to 
CONTRACTOR’S employees, whether levied under existing or subsequently enacted laws, rules 
or regulations. CONTRACTOR shall also pay all property tax assessments on materials or 
equipment used until acceptance by CITY. If any discrepancy or inconsistency is discovered in any 
of the Contract Documents in relation to any such law, rule, ordinance, regulation, order, or decree, 
the CONTRACTOR shall forthwith report the same to the CITY in writing.   

 
9.2. Without limitation, materials furnished and performance by CONTRACTOR hereunder shall comply 

with Safety Orders of the Division of Industrial Safety, State of California, Federal Safety regulations 
of the Bureau of Labor, Department of Labor; and any other applicable state or federal regulations.   

 
9.3. CONTRACTOR, upon request, shall furnish evidence satisfactory to CITY that any or all of the 

foregoing obligations have been or are being fulfilled. CONTRACTOR warrants to CITY that it is 
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licensed by all applicable governmental bodies to perform this Contract and will remain so licensed 
throughout the progress of the work, and that it has, or will have, throughout the progress of the 
work, the necessary experience, skill, and financial resources to perform this Contract.   

 
9.4. CONTRACTOR is required to ensure that material safety data sheets (MSDS’s) for any material 

requiring a MSDS pursuant to any federal or state law are available in a readily accessible place 
on the Project premises.  CONTRACTOR is also required to ensure (a) the proper labeling of any 
substance brought onto the Project premises by CONTRACTOR or any subcontractors or material 
suppliers, and (b) that the person(s) working with the material, or within the general area of the 
material, are appropriately informed about the hazards of the substance and follow proper handling 
and protection procedures. 

 
9.5. CONTRACTOR is required to comply with Health & Safety Sections 25249.5 et seq. (Prop. 65), 

which requires the posting and giving of notice to persons who may be exposed to any chemical 
known to the State of California to cause cancer.   

 
9.6. CONTRACTOR shall comply with Title VI of the Civil Rights Act of 1964 (PL 88-352) and all 

regulations or other requirements issued pursuant to that Act, including, without limitation, United 
States Department of Agriculture nondiscrimination regulations found at 7 CFR Part 15. 

 
9.7. CONTRACTOR shall give notice of hazardous materials and certain changed conditions in jobs 

involving trenching more than four feet deep, in accordance with Public Contract Code § 7104. 
 

9.8. CONTRACTOR and CITY shall comply with the following provisions 

• Public Contract Code § 6109 prohibits a contractor from performing work with a subcontractor 
who is debarred pursuant to Labor Code §§ 1777.1 or 1777.7. 

• Public Contract Code §§ 9204, 20104 requires the City and contractors to follow a claims 
resolution process for public works contract disputes 

• Article 1.5 (commencing at Section 20104) of Division 2, Part 3 of the Public Contract Code 
regarding the resolution of public works claims of less than $375,000. Article 1.5 mandates 
certain procedures for the filing of claims and supporting documentation by Contractor, for the 
response to such claims by the Agency, for a mandatory meet and confer conference upon the 
request of Contractor, for mandatory nonbinding mediation in the event litigation is 
commenced, and for mandatory judicial arbitration upon the parties’ failure to resolve the 
dispute through mediation. This AGREEMENT hereby incorporates the provisions of Article 1.5 
as though fully set forth herein. 

• Public Contract Code §§ 10263, 22300 which allow CONTRACTOR to substitute securities for 
any monies withheld by the AGENCY to ensure performance under the Contract. 
 

• Pursuant to Labor Code § 1776 each contractor and subcontractor shall keep accurate payroll 
records, showing the name, address, social security number, work classification, straight time 
and overtime hours worked each day and week, and the actual per diem wages paid to each 
journeyman, apprentice, worker, or other employee employed by him or her in connection with 
the public work.  The payroll records enumerated here shall be verified and shall be available 
for inspection at all reasonable hours as required by Labor Code § 1776. 
 

• Each payroll record shall contain or be verified by a written declaration that it is made under 
penalty of perjury, stating both of the following: 

o The information contained in the payroll record is true and correct. 
o The employer has complied with the requirements of Labor Code §§ 1771, 1811, and 

1815 for any work performed by his or her employees on the public works project. 
 

• CONTRACTOR shall maintain any and all ledgers, books of account, invoices, vouchers, 
canceled checks, and other records or documents evidencing or relating to charges for services 
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or expenditures and disbursements charged to CITY under this Agreement for a minimum of 
three years, or for any longer period required by law, from the date of final payment to 
CONTRACTOR under this Agreement. All such documents shall be made available for 
inspection, audit, and/or copying at any time during regular business hours, upon oral or written 
request of CITY. In addition, pursuant to Government Code Section 8546.7, all such documents 
and this Agreement shall be subject to the examination and audit of the State Auditor, at the 
request of CITY or as part of any audit of CITY, for a period of three years after final payment 
under the Agreement.  
 

• Public Contract Code § 10198.2 requires CONTRACTOR to provide an enforceable 
commitment that it and its subcontractors at every tier will use a skilled and trained workforce 
to perform all work on the project or contract that falls within an apprenticeable occupation in 
the building and construction trades, in accordance with Chapter 2.9 (commencing with Section 
2600) of Part 1 of that Code. 

 
• California Labor Code § 1725.5 requires CONTRACTOR be registered with the Department of 

Industrial Relations; possess applicable licenses in accordance with Chapter 9 of Division 3 of 
the Business and Professions Code; not have any delinquent liability for any assessment of 
back wages or related damages; not currently be debarred from public works; and be lawfully 
registered with no outstanding renewal fees.   
 

• CONTRACTOR must comply with statutory requirements relating to certified copies of payroll, 
pursuant to California Labor Code § 1776. 
 

• CONTRACTOR must comply with the statutory requirements relating to the employment of 
apprentices, including the payment of prevailing wages for required pre-employment training 
or testing, pursuant to California Labor Code § 1777.5, for contracts of $30,000 or more. 
 

• CONTRACTOR shall strictly adhere to the provisions of the Labor Code regarding the 8-hour 
day and the 40-hour week, overtime, Saturday, Sunday and holiday work and 
nondiscrimination because of race, religious creed, color, national origin, ancestry, physical 
disability, mental disability, medical condition, marital status, sex or sexual orientation, except 
as provided in Section 12940 of the Government Code. Pursuant to the provisions of the Labor 
Code, eight hours’ labor shall constitute a legal day’s work. Work performed by the Contractor’s 
employees in excess of eight hours per day, and 40 hours during any one week, must include 
compensation for all hours worked in excess of eight hours per day, or 40 hours during any 
one week, at not less than one and one-half times the basic rate of pay. The CONTRACTOR 
shall forfeit as a penalty to CITY $25.00 or any greater penalty set forth in the Labor Code for 
each worker employed in the execution of the work by the CONTRACTOR or by any 
Subcontractor of the CONTRACTOR, for each Calendar Day during which such worker is 
required or permitted to the work more than eight hours in one Calendar Day or more than 40 
hours in any one calendar week in violation of the provisions of said Labor Code. 
 

• Contractor and any subcontractor(s) of Contractor shall comply with the provisions of Labor 
Code section 1771 and Labor Code section 1725.5 requiring registration with the Department 
of Industrial Relations (DIR). Contractors shall be registered through the Department of 
Industrial Relation’s (DIR) Public Works Program for state and local public works contracts, for 
maintenance work valued at more than $15,000. 
 

ARTICLE 10: PROGRESS SCHEDULE 
 

10.1. The CONTRACTOR shall submit within 10 days (or as specified in the Special Provisions for this 
Project) after execution of the Contract a detailed work schedule or schedules that details the 
actions of the CONTRACTOR and Subcontractors working at the Site in accordance with the 
requirements specified in Special Provisions.  This schedule(s) shall show the dates at which the 
CONTRACTOR will start and complete the several parts of the work and shall conform to the 
completion time specified in the Contract. The CITY may comment on the work schedule. 
Acceptance of the schedule by CITY shall not constitute approval of the Plan by CONTRACTOR 
for completion of the work 
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10.2. The CONTRACTOR shall review and, if necessary, revise the progress schedule at least once a 

month or as specified in the Special Provisions for this Project. In any event, the CONTRACTOR 
shall submit a current schedule to the Engineer at the Engineer’s request at any time during the 
Contract period.   

 
10.3. No progress payments will be made for any work performed until a satisfactory schedule has been 

submitted and approved by the Engineer. An updated schedule shall be required from the 
CONTRACTOR if the project falls 10 working days behind schedule. For delays or portions of 
delays for which the CONTRACTOR is responsible, no payment will be made or time extension 
allowed for increase in work force, equipment, and working hours needed to put the Project on 
schedule.   

 
ARTICLE 11: PROMPT PAYMENT PROVISIONS 
 

11.1. Prompt payment provisions in accordance with Section 20104.50 of the Public Contract Code shall 
apply to this agreement.   

 
11.2. If CITY fails to make a progress payment within 30 days after receipt of an undisputed and properly 

submitted payment request from CONTRACTOR, CITY shall pay interest to CONTRACTOR 
equivalent to 0.833% per month (10% per annum).   

 
11.3. CITY shall review each payment request as soon as practicable after receipt to determine whether 

the payment request is proper. The CITY shall return any payment request determined to be 
improper to CONTRACTOR as soon as practicable, but not later than seven days after receipt. A 
request returned pursuant to this paragraph shall be accompanied by a writing setting forth why 
the payment request is improper.   

 
ARTICLE 12: ANTITRUST CLAIM ASSIGNMENT 
 

12.1. CONTRACTOR and all subcontractors offer and agree to assign to CITY all rights, title, and interest 
in and to all causes of action it may have under Section 4 of the Clayton Act (15 U.S.C. Sec. 15) or 
under the Cartwright Act (Chapter 2 [commencing with Section 16700] of Part 2 of Division 7 of the 
Business and Professions Code), arising from purchases of goods, services, or materials pursuant 
to the Contract or any subcontract.  This assignment shall be made and become effective when 
the CITY tenders final payment to CONTRACTOR, without further acknowledgment by the parties. 

 
ARTICLE 13: PREVAILING WAGES 
 

13.1. CONTRACTOR acknowledges that it has examined the prevailing rate of per diem wages as 
established by the California Director of Industrial Relations. The CONTRACTOR agrees to pay 
workers not less than the applicable prevailing rate of per diem wages, as set forth in these 
requirements and Labor Code section 1770 et seq. CONTRACTOR agrees specifically to comply 
with the provisions of Labor Code sections 1720, 1773.3, 1776, and 1777.5, as well as Section 7 
of the Department of Transportation Standard Specifications and these Contract Documents.   
 

13.2. Contractor acknowledges that this contract is subject to prevailing wage law, including, but not 
limited to, California Labor Code Sections 1773.2 and 1775 as follows: 
 

The Contractor shall pay the prevailing wage rates for all work performed under the 
Contract.  When any craft or classification is omitted from the general prevailing wage 
determinations, the Contractor shall pay the wage rate of the craft or classification most 
closely related to the omitted classification.  The Contractor shall forfeit as a penalty to City 
$200.00, or any greater penalty provided in the Labor Code for each Calendar Day, or 
portion thereof, for each worker paid less than the prevailing wage rates for any work done 
under the Contract employed in the execution of the work by Contractor or by any 
Subcontract under Contractor in violation of the provisions of the Labor Code.  In addition, 
the difference between such prevailing wage rates and the amount paid to each worker for 
each Calendar Day, or portion thereof, for which each worker was paid less than the 



JOYCE DRIVE SOIL REMEDIATION PROJECT Construction Contract– Page 10 of 18 

prevailing wage rate shall be paid to each worker by the Contractor. 
 
ARTICLE 14: SEVERABILITY. 
 

14.1. Nothing contained in the Contract Documents shall be construed to require the commission of any 
act contrary to law. Should a conflict arise between any provisions contained herein and any 
present or future statute, law, ordinance, or regulation contrary to which the parties have no legal 
right to contract or act, the latter shall be curtailed and limited but only to the extent necessary to 
bring it within the requirements of the law. If such curtailment or limitation is not possible, the 
affected provision shall be of no force and effect. Except as previously mentioned, such illegality 
shall not affect the validity of this Contract.   

 
ARTICLE 15: COMPLETE AGREEMENT 
 

15.1. These Contract Documents supersede any and all agreements, either oral or in writing, between 
the parties with respect to the subject matter herein. Each party to this Contract acknowledges that 
no representation by any party, which is not embodied herein, or any other agreement, statement, 
or promise not contained in these Contract Documents shall be valid and binding.   

 
ARTICLE 16: INTERPRETATION 
 

16.1. The parties hereto acknowledge and agree that each has been given the opportunity to 
independently review this Contract with legal counsel, and/or has the requisite experience and 
sophistication to understand, interpret and agree to the particular language of the provisions of the 
Contract.   

 
16.2. In case of a controversy or dispute between the parties concerning the provisions herein, this 

document shall be interpreted according to the provisions herein and no presumption shall arise 
concerning the draftsmanship of such provision.   

 
ARTICLE 17: GOVERNING LAW 
 

17.1. This Contract is subject to the laws and jurisdiction of the State of California.  Venue for any legal 
proceeding brought in conjunction with this Contract shall be the Superior Court of the County of 
Nevada, State of California. Contractor waives any federal court removal rights it may have 
pursuant to any applicable law.   
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WITNESS WHEREOF, the parties have hereunto set their hands the year and date first above written. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

“CITY” 
CITY OF GRASS VALLEY 
 
By:_________________________ 
      Hillary Hodge, Mayor 
 
Date: _______________ 
 
Award of Contract No. ____ 
By the City Council On: 
 
Date: _______________ 
 
APPROVED AS TO PROCEDURE 
 
By:_________________________ 

Bjorn P. Jones, PE 
City Engineer 

 
Date:_______________________ 
 
 
APPROVED AS TO FORM 
 
By:_________________________ 

David J. Ruderman 
City Attorney 

 
Date:_______________________ 
 
 
ATTEST: 
 
By:_________________________ 

Taylor Whittingslow 
City Clerk 

 
Date:_______________________ 

“CONTRACTOR” 
(Type full legal name of contractor, entity 
type, state of organization here) 
 
By:_________________________ 

Officer Signature # 1 
(Signature Notarized) 

 
By:_________________________ 

Print Name and Title 
 
Date:_______________________ 
 
By:_________________________ 

Officer Signature # 2 
(Signature Notarized) 

 
By:_________________________ 

Print Name and Title 
 
Date:_______________________ 
 
 
Licensed in accordance with an act 
providing for the registration of 
Contractors, 
 
Contractor’s License Number: ________ 

"If Contractor is a corporation, contract must be signed by the following two corporate officers, one from each category: (1) Chairman of the 
Board, President or any Vice President, and (2), Corporate Secretary, any Assistant Corporate Secretary, Chief Financial Officer or any 
Treasurer or Assistant Treasurer, unless an authenticated copy of a resolution of the corporation which delegates to a single officer the authority 
to bind the corporation is attached to this contract.    
   
If Contractor is another type of business entity, such as a partnership or limited liability company, contract must be signed by officer(s) 
possessing legal authority to bind the entity.  An authenticated copy of a resolution, partnership agreement, operating agreement or other legal 
evidence of signature authority must be attached to this contract.”   
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ATTACHMENTS 
 

1. Labor Code Section 1861 Certification 
2. Labor & Materials Bond 
3. Faithful Performance Bond 
4. List of Subcontractors 
5. Campaign Contribution Disclosure Form 
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CERTIFICATION 
 

LABOR CODE SECTION 1861 
 
 

STATE OF CALIFORNIA 
CITY OF GRASS VALLEY 
 

I, the undersigned, do hereby certify: 
 
That I am aware of the provisions of Section 3700 of the Labor Code of the State of California, 

which requires every employer to be insured against liability for Workers’ Compensation or to 

undertake self insurance in accordance with the provisions of that code, and I will comply with 

such provisions before commencing the performance of the work of this contract. 

 

Executed at : ___________________________________________________ 

On:  ___________________________________________________ 

 

I certify under the penalty of perjury that the foregoing is true and correct. 

 
CONTRACTOR - EMPLOYER 
 

BY:  __________________________________  

PRINT NAME:  _________________________  

TITLE:  _______________________________  

 



JOYCE DRIVE SOIL REMEDIATION PROJECT Construction Contract– Page 15 of 18 

 

BOND FOR LABOR AND MATERIALS 
 

KNOW ALL MEN BY THESE PRESENTS THAT WHEREAS, CITY OF GRASS VALLEY, STATE OF  
CALIFORNIA, hereinafter called the “Owner” has awarded to ________________________, as   
Principal, hereinafter designated as the “Contractor,” a contract for the work described as follows:    
JOYCE DRIVE SOIL REMEDIATION PROJECT, PROJECT NO. 26-03 
 
AND, WHEREAS, the Contractor is required to furnish a bond in connection with said contract, to secure 
the payment of claims of laborers, mechanics, materialmen, and other persons as provided by law;   
 
NOW, THEREFORE, we, the undersigned Contractor and ______________________________ Surety, 
are held and firmly bound unto the Owner in the amount required by law, in the sum of 
__________________________________________ Dollars ($__________________________) for 
which payment well and truly to be made we bind ourselves, our heirs, executors and administrators, 
successors and assigns, jointly and severally, firmly by these presents.   
 
THE CONDITION of this obligation is such, that if the Contractor, his or its heirs, executors, 
administrators, successors or assigns, or subcontractors shall fail to pay any of the persons referred to 
in Civil Code 9100, amounts due under the Unemployment Insurance Code with respect to work or labor 
performed by any such claimant, or amount due the Franchise Tax Board as provided in Civil Code 9554, 
that the surety or sureties herein will pay for the same, in amount not exceeding the sum specified in this 
bond, otherwise the above obligation shall be void.  In case suit is brought in this bond, the said surety 
will pay reasonable attorneys’ fee to be fixed by the court.   
 
This bond shall inure to the benefit of any of the persons referred to in Civil Code 9100 so as to give a 
right of action to such persons or their assigns in any suit brought upon this bond.  Any such right of 
action shall be subject to the provisions of Civil Code 8608 and 9566.   
 
PROVIDED, FURTHER, that the said surety, for value received hereby stipulates and agrees that no 
change, extension of time, alteration or addition to the terms of the contract or to the work to be performed 
thereunder or the specifications accompanying the same shall in any way affect its obligation on this 
bond, and it does hereby waive notice of any change, extension of time, alteration or addition to the terms 
of the contract or to the work or to the specifications.   
 
PROVIDED, FURTHER, that no settlement between the Owner and the Contractor shall abridge the right 
of any beneficiary hereunder, whose claim may be unsatisfied.   
  
PROVIDED, FURTHER, that surety covenants that it is an Admitted Surety Insurer in the State of 
California as defined by California Code of Civil Procedures, Section 995.120.  . 
 

_______________________________  ________________________________ 
*SURETY Attorney-In-Fact    CONTRACTOR 
(Signature must be notarized)   (Signature must be notarized) 
Date: ____________________   Date: ____________________ 
 

 
Address of Surety: ______________________________________________________ 
* ATTORNEY-IN-FACT MUST HAVE POWER OF ATTORNEY ON FILE WITH CITY CLERK OF CITY OF GRASS VALLEY 

OR INCLUDE A COPY OF POWER OF ATTORNEY WITH THIS BOND. 
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BOND OF FAITHFUL PERFORMANCE 
 
 
KNOW ALL MEN BY THESE PRESENTS THAT WE ____________________________________, the 
Contractor in the Contract hereto annexed, as principal, and _______________________________ as 
Surety are held and firmly bound unto the City of Grass Valley in the sum 
of______________________________ Dollars ($____________) lawful money of the United States, for 
which payment, well and truly to be made, we bind ourselves, jointly and severally, firmly by these 
presents   

 
THE CONDITION of the above obligation is that if said principal as Contractor in the contract hereto 
annexed shall faithfully perform each and all of the conditions of said contract to be performed by him, 
and shall furnish all tools, equipment, apparatus, facilities, transportation, labor, and material, other than 
material, if any, agreed to be furnished by the CITY, necessary to perform and complete, and to perform 
and complete in a good workmanlike manner, and to guarantee acceptable performance of the work for 
a period of one year following the acceptance of the project, the work of JOYCE DRIVE SOIL 
REMEDIATION PROJECT, PROJECT NO. 26-03  in strict conformity with the terms and conditions set 
forth in the contract hereto annexed, and after a period of one year following the acceptance of the project, 
then this obligation shall be null and void, otherwise to remain in full force and effect; and the said surety, 
for value received, hereby stipulates and agrees that no change, extension of time, alteration or addition 
to the terms of the contract or to the work to be performed thereunder or the specifications accompanying 
the same shall, in any wise, affect its obligation on this bond, and it does hereby waive notice of any such 
change, extension of time, alteration or addition to the terms of the contract or to the work or to the 
specifications.   
 
Surety further agrees in case suit is brought upon this bond that it will pay, in addition to the basic 
obligation herein, all court costs, expenses, and all reasonable attorney’s fees to be awarded and fixed 
by the Court, and to be taxed as costs, and to be included in the judgment therein rendered.   
 

_______________________________  _______________________________ 
*SURETY Attorney-In-Fact    CONTRACTOR 
(Signature must be notarized)   (Signature must be notarized) 
Date: ____________________   Date: ____________________ 
 

 
 
 
Address of Surety:______________________________________________________ 
 
*ATTORNEY-IN-FACT MUST HAVE POWER OF ATTORNEY ON FILE WITH CITY CLERK OF CITY 

OF GRASS VALLEY OR INCLUDE A COPY OF POWER OF ATTORNEY WITH THIS BOND.
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LIST OF SUBCONTRACTORS 
 
 
The Contractor shall list the name, address, and contractor’s license classification and number of each Subcontractor required to 
be listed by Section 2-1.054, “Required Listing of Proposed Subcontractors,” of the Standard Specifications, and the Special 
Provisions, and designate the portion and percentage of the work to be performed by the Subcontractor, to whom the Contractor 
proposes to subcontract portions of the work. The California contractor license designation and number shall be included 
for all subcontractors doing work in excess of 0.5 percent of the total Project Contract price, or $10,000.00, whichever is 
greater.   
 

Subcontractor Name,  
Address & Email 

License 
Designation 

Number 

Description of 
Portion of Work 
Contracted With 

Applicable Item(s) # 

% of Work 
per Bid Item  Dollar Amount of Work  
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CAMPAIGN CONTRIBUTION DISCLOSURE PROVISIONS 

Cities are subject to the campaign disclosure provisions 
detailed in Government Code Section 84308. 

Please carefully read the following information to determine if 
the provisions apply to you. If you determine that the 
provisions are applicable, the Campaign Disclosure Form must be 
completed and returned to the City with your application. 

1. No City councilmember or commissioner shall accept, 
solicit, or direct a contribution of more than $500 from any 
party,1 financially interested participant,2 or agent3 while a  
proceeding is pending or for 12 months after the City makes a 
final decision. This prohibition commences when your 
application has been filed, or the proceeding is otherwise 
initiated. 

2. A party to a City proceeding shall disclose on the record of 
the proceeding any contribution of more than $500 made to any 
councilmember or commissioner by the party, or agent, in the 
past 12 months. No party to or participant in a City proceeding 
shall make a contribution of more than $500 to a councilmember 
or commissioner during the proceeding and for 12 months after 
the City makes a final decision. No agent to a party or 
participant shall make a contribution in any amount to a 
councilmember of commissioner during the proceeding and 
for 12 months after the City makes a final decision. 

3. Before the City makes a decision as to a proceeding, any 
councilmember or commissioner who received contributions 
of more than $500 in the past 12 months from any party to a 
proceeding, or agent, shall disclose that fact on the record of the 
proceeding, and shall be disqualified from participating in the 
proceeding. However, if any councilmember or commissioner 
receives a contribution that otherwise would require 
disqualification, and returns the contribution within 30 days of: 
(a) making the decision, or (b) knowing about the 
contribution and the relevant proceeding, whichever comes 
last, that councilmember or commissioner may participate in 
the proceeding. 

 
1 “Party” is defined as any person who files an application for, or is the 
subject of, a proceeding.2 “Participant” is defined as any person who 
actively supports or opposes a particular decision in a proceeding. 
3 “Agent” is defined as a person who represents a party in connection 
with a proceeding for compensation who appears before or otherwise 
communicates with the City for the purpose of influencing the proceeding. 
If an individual acting as an agent also is acting as an employee or 
member of a law, architectural, engineering, or consulting firm, or a 
similar entity or corporation, both the individual and the entity or 
corporation are agents. When a closely held corporation is a party to a 
proceeding, the majority shareholder is subject to these provisions. 
 

To determine whether your or your agent have made a 
campaign contribution of more than $500 to a 
councilmember or commissioner in the past 12 months, 
all contributions made by you or your agent in that period 
must be aggregated. 

Names of current City councilmembers and commissioners 
are available on the City’s website. If you have questions 
about Government Code Section 84308, FPPC 
regulations, or the Campaign Disclosure Form, please 
contact the City Clerk. 

CAMPAIGN CONTRIBUTION DISCLOSURE FORM 
(a) Document: 

□  License 
□  Lease 
□  Permit 
□  Franchise 
□  Other Contract 
□  Other Entitlement 

Name and address of any party, participant, or agent who 
contributed more than $500 to any councilmember or 
commissioner within the preceding 12 months: 

1. ____________________________________ 

2. ____________________________________ 

3. ____________________________________ 

(b) Date and amount of contribution: 

Date   Amount $   

Date   Amount $   

Date   Amount $   

(c) Name of councilmember or commissioner to whom 
contribution was made: 

1. ____________________________________ 

2. ____________________________________ 

3. ____________________________________ 

(d) I certify that the above information is provided to the 
best of my knowledge. 

Printed Name   

Signature   

Date   Phone   

To be completed by City:  

Document No: ______________________________ 
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DIVISION 1 – GENERAL REQUIREMENTS 

SECTION 01010 – SUMMARY OF WORK 

PART 1 - GENERAL 

1.01 SECTION INCLUDES 

A. Summary of work 

B. Contractor use of site and premises 

C. Work sequence 

1.02 RELATED SECTIONS 

A. General Conditions 

B. Special Conditions 

1.03 SUMMARY OF WORK 

A. The Joyce Drive Property (the site) is south of the 200 block of Joyce Drive in Grass 
Valley, California (Figure 1). The undeveloped, 3.74-acre site is east of the Golden 
Center Freeway (State Route 20/49), west of Whiting Street, and south of Joyce 
Drive and Green Mountain Loop. The Nevada County Assessor’s Parcel Number is 
029-280-016-000.  

B. Fill soil that was previously placed at the site is contaminated with metals, 
including arsenic, cobalt, lead, and mercury (Figure 2).  Diesel fuel was also 
detected in soil at the ground surface in an isolated location near the site entrance. 
The contaminated soil is to be excavated and disposed of at a licensed landfill, and 
clean soil is to be transported to the site and placed as engineered fill after the 
contaminated soil is removed. A fence is to be constructed at the edge of the soil 
removal area to restrict access to a floodplain where contaminated sediment is to 
remain in place. 

C. The Owner is the City of Grass Valley. The Owner will contract for Construction 
Quality Assurance (CQA) services, and the CQA Monitor will perform compliance 
monitoring, soil sampling, real-time dust monitoring, field density testing during fill 
placement, and laboratory testing on behalf of the Owner.   

D. All work is to be performed in accordance with the California Department of Toxic 
Substances Control (DTSC) approved cleanup plan and its appendices: Final Report 
of Findings and Response Plan, Joyce Drive Property, Grass Valley, California 



TECHNICAL SPECIFICATIONS, JOYCE DRIVE SOIL REMEDIATION PROJECT 
Grass Valley, California 

 Page 2 

(Geocon Consultants, Inc.; April 29, 2026; DTSC Site Code 102504; EnviroStor ID 
60003507). The DTSC-approved cleanup plan is available on the DTSC EnviroStor 
website: 
https://www.envirostor.dtsc.ca.gov/getfile?filename=/public%2Fdeliverable_docum
ents%2F9141346573%2FJoyce%20Drive_%20Final%20Response%20Plan_04292
026.pdf 

E. Existing site conditions: The Contractor shall make a thorough examination of the 
site to determine all existing conditions affecting the work. 

F. The work to be performed by the Contractor shall conform to the requirements of 
the General Conditions, these technical specifications, project plans, and other 
related documents, and shall include the furnishing of all labor, materials, tools, 
equipment and services necessary therefore incidental to complete the project. 
The work shall consist of, but not be limited to, the following: 

1. Contractor shall prepare submittals including but not limited to Health and 
Safety Plan (HSP). The attached HSP describes potential health hazards that 
may be encountered during the work and includes provisions that should be 
followed as a minimum.  

2. Contractor shall perform the necessary site preparation and controls: 

(a) Pre-mark the excavation areas and notify Underground Service Alert (USA) 
North 811 as required by law for the entire work area.  

(b) Remove vegetation from the proposed work area. 

(c) Secure the site to prevent public access to hazardous conditions related to 
contaminated soil and open excavations.  

3. Contractor shall excavate, temporarily stockpile for landfill acceptance testing, 
load, transport, and dispose at a licensed landfill approximately 15,000 tons of 
soil impacted by elevated concentrations of arsenic, cobalt, lead, mercury 
and/or diesel fuel.  

(a) The excavation depth will be up to approximately 12 feet below ground 
surface (bgs). As described below, additional excavation and soil removal 
may be required if the results of soil confirmation sampling and laboratory 
analysis indicate that contamination is still present at the base or side walls 
of the excavation.  

(b) CQA Monitor will be responsible for confirmation soil sampling and 
laboratory analysis during and after excavation activities. The results of 

https://www.envirostor.dtsc.ca.gov/getfile?filename=/public%2Fdeliverable_documents%2F9141346573%2FJoyce%20Drive_%20Final%20Response%20Plan_04292026.pdf
https://www.envirostor.dtsc.ca.gov/getfile?filename=/public%2Fdeliverable_documents%2F9141346573%2FJoyce%20Drive_%20Final%20Response%20Plan_04292026.pdf
https://www.envirostor.dtsc.ca.gov/getfile?filename=/public%2Fdeliverable_documents%2F9141346573%2FJoyce%20Drive_%20Final%20Response%20Plan_04292026.pdf
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laboratory analysis will be used to determine whether additional excavation 
is required.  

(c) Contractor will be responsible for additional excavation if one or more 
laboratory results (arsenic, cadmium, lead, mercury, or diesel) fail to meet 
the cleanup goals. 

(d) Upon CQA Monitor’s determination that cleanup goals have been achieved, 
Contractor may backfill the excavation with clean, imported, compacted fill 
in accordance with these specifications. 

4. Contractor shall temporarily stockpile the excavated soil at the site. 

(a) CQA Monitor will obtain soil samples from the stockpiles for waste 
characterization purposes, and will conduct laboratory analysis for total 
arsenic, lead, and mercury using United States Environmental Protection 
Agency (USEPA) Methods 6020/6010/7471 and diesel using USEPA Method 
8015. If total metals concentrations exceed 10 times their respective 
Soluble Threshold Limit Concentration (STLC), then extraction testing will be 
performed using the Title 22 Waste Extraction Test (WET) and Toxicity 
Characterization Leaching Procedure (TCLP). CQA Monitor will provide the 
laboratory test results to Contractor so that Contractor can use the results 
for landfill selection. 

(b) Contractor shall submit all required documents and forms to the landfill for 
waste acceptance, and obtain landfill waste acceptance prior to transport.  

5. Once the waste has been characterized and Contractor has obtained landfill 
acceptance, Contractor shall load-out and transport the contaminated soil to 
an appropriately licensed landfill facility for disposal. 

6. Contractor shall procure and import approximately 10,500 cubic yards of clean 
soil from an approved off-site borrow source, and place the clean soil as 
engineered fill in accordance with these specifications to the lines and grades 
shown on the project plans. Soil may be borrowed from clean onsite cut areas 
per to the grading plans, after contaminated soil has been removed.  

(a) Prior to soil import, the soil must be sampled and tested by the CQA 
Monitor, and the test results must meet the project’s soil import criteria.  

7. Contractor shall install fencing along the edge of the soil removal area to 
restrict access to the adjacent floodplain where contaminated sediment is to 
remain in place. 

Jason Muir
minus onsite native cut, SCO to provide estimate
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8. Contractor shall restore the disturbed areas, including finish grading, 
installation of erosion and sediment control best management practices 
(BMPs), and application of seed, mulch, and fertilizer. 

1.04 CONTRACTOR USE OF SITE AND PREMISES 

A. Contractor is responsible for site security and safety during the duration of the 
project and  is responsible for securing the work site so that it does not present a 
safety hazard.  

B. Haul trucks shall be loaded adjacent to the active work area so that truck tires do 
not contact contaminated soil and do not track-out contaminated soil from the 
active work area.   

C. Contractor shall install rumble plates or appropriately sized rock aprons at 
construction entrances/exits from Joyce Drive to prevent soil track out. 

D. Temporary power, if needed, is the responsibility of the Contractor. 

E. The Contractor shall control fugitive dust using wet methods (water application) 
accordance with the Dust Mitigation Plan and CAMP. The Contractor may obtain a 
permit and construction meter from City of Grass Valley to connect to a nearby fire 
hydrant to obtain water for dust suppression. 

1.05 WORK SEQUENCE 

A. Contractor shall submit a work schedule indicating sequence and dates for phases 
of work.  

B. Contractor shall notify CQA Monitor of any changes in schedule as soon as changes 
are anticipated. 

END OF SECTION 
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SECTION 01020 – SITE SAFETY 

PART 1 - GENERAL 

1.01 SECTION INCLUDES 

A. Health and Safety Plan 

B. Prescriptive Standards 

C. Submittals 

1.02 RELATED SECTIONS 

A. Section 02220 Excavation and Grading   

1.03 REFERENCES 

A. Occupational Safety and Health (OSHA) Standards 

B. A Health and Safety Plan was prepared for Geocon employees as part of the 
cleanup plan and is attached for the Contractor’s reference. The HSP describes 
potential health hazards that may be encountered during the work and includes 
provisions that should be followed as a minimum.  

1.04 HEALTH AND SAFETY PLAN 

A. Contractor shall prepare a site-specific health and safety plan (HSP) describing the 
methods Contractor will implement to ensure the safety of Contractor employees 
and neighbors. Safety topics include but are not limited to: 

1. Protection from health risks associated with arsenic, cobalt, lead, and mercury 
in soil. 

2. Protection from hazards associated with excavations and earthwork. 

3. Protection from accident and injury related to equipment operations, heat 
stress, earthwork and other work related to construction activities. 

B. The HSP shall include emergency response plans for fire and injury, including 
emergency telephone numbers and a map and directions to the nearest hospital. 

1.05 PRESCRIPTIVE STANDARDS 

A. Conduct a safety orientation prior to beginning work, and for all new employees, 
and conduct daily tailgate safety meetings.  
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B. Maintain a copy of the site safety plan and material safety data sheets for 
chemicals, fuels or lubricants used at the site, in an unlocked location available to 
all employees, visitors, Owner, and CQA Monitor. 

C. Conform to all applicable OSHA standards. 

D. These prescriptive standards are intended as minimum requirements, and do not 
relieve Contractor of responsibility to assure safety of Contractor employees and 
site visitors.  

1.06 SUBMITTALS 

A. Keep a copy of the safety plan on site at all times during the work, and submit a 
copy of the site safety plan to the Local Enforcement Agency (LEA; Nevada County 
Department of Environmental Health) upon request. 

END OF SECTION 
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SECTION 01039 - COORDINATION AND MEETINGS 

PART 1 - GENERAL 

1.01 SECTION INCLUDES 

A. Coordination 

B. Field Engineering 

C. Preconstruction meeting 

D. Progress meetings 

1.02 RELATED SECTIONS 

A. Section 01050 – Field Engineering 

B. Section 01700 - Contract Closeout 

1.03 COORDINATION 

A. Coordinate scheduling, submittals, and work of the various sections of 
specifications to assure efficient and orderly sequence of installation of 
interdependent construction elements. 

1.04 FIELD ENGINEERING 

A. Set and verify finish subgrade for engineered fill placement after removal of 
contaminated soil.   

1.05 PRECONSTRUCTION MEETING 

A. After notice of award, Owner will schedule a meeting at the site prior to or during 
mobilization. 

B. Attendance required: Contractor, Owner, Engineer, CQA Monitor 

C. Agenda  

1. Designation of personnel representing the parties in contract, responsibilities, 
authority and lines of communication 

2. Procedures and processing of field decisions, submittals, substitutions, 
applications for payments, proposal request, requests for information and 
contract closeout procedures 

3. Schedule 

4. Owner’s requirements 
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5. Construction water source 

6. Security and housekeeping procedures 

7. Testing and recordkeeping procedures, correcting and documenting 
construction deficiencies 

8. Work area security and safety 

9. Definition of storage areas, work areas, stockpile areas, laydown areas, haul 
routes, and related items. 

1.06 PROGRESS MEETINGS 

A. Contractor or Owner may schedule progress meetings as required to address 
construction progress and schedule. 

END OF SECTION 
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SECTION 01050 – FIELD ENGINEERING 

PART 1 - GENERAL 

1.01 SECTION INCLUDES 

A. Surveying, field engineering and layout of all work. 

B. Establishing and maintaining all lines and grades.  

C. Project record documents. 

1.02 RELATED SECTIONS 

A. Proposed finish subgrade contours are shown on the project plans.  

B. Finish subgrade contours shall match surrounding contours and maintain a 
minimum slope of 2% to drain.  

C. Information regarding survey monumentation is available to bidders.  

D. Basic site engineering requirements may also be described in other sections of 
these specifications. 

1.03 QUALITY ASSURANCE 

A. Contractor shall employ a Land Surveyor or person acceptable to the Engineer, to 
perform survey work of this section. 

1.04 PROJECT RECORD DOCUMENTS 

A. Maintain a complete and accurate log of control and survey work. 

1.05 SURVEY REFERENCE POINTS 

A. Contractor to locate and protect survey control and reference points. 

B. Replace dislocated survey control points based on original survey control. Make no 
changes without prior written notice to and approval from the Engineer. 

PART 2 - PRODUCTS 

2.01 GRADE SHEETS 

A. Provide copies of grade sheets to Engineer. 

2.02 TOLERANCES 

A. Finish subgrade soil: 

1. Finish subgrade shall be constructed to within +/- 0.1 foot for grades and +/- 1 
foot for lines. 
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2. A minimum slope of 2 percent shall be maintained in at least one direction 
from any given point. 

END OF SECTION 
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SECTION 01300 – SUBMITTALS 

PART 1 - GENERAL 

1.01 SECTION INCLUDES 

A. Submittal procedures 

B. Construction progress schedules 

1.02 RELATED SECTIONS 

A. Section 01400 Quality Control 

1.03 REFERENCES 

A. DTSC-Approved Cleanup Plan 

1. All work is to be performed in accordance with the California Department of 
Toxic Substances Control (DTSC) approved cleanup plan and its appendices: 
Final Report of Findings and Response Plan, Joyce Drive Property, Grass Valley, 
California (Geocon Consultants, Inc.; April 29, 2026; DTSC Site Code 102504; 
EnviroStor ID 60003507). 

2. The DTSC-approved cleanup plan is available on the DTSC EnviroStor website: 
https://www.envirostor.dtsc.ca.gov/getfile?filename=/public%2Fdeliverable_d
ocuments%2F9141346573%2FJoyce%20Drive_%20Final%20Response%20Plan_
04292026.pdf 

3. The following appendices are attached to these specifications:  

(a) Appendix I, Dust Mitigation Plan (DMP) 

(b) Appendix K, Health and Safety Plan (HSP) 

(c) Appendix L, Community Air Monitoring Plan (CAMP) 

(d) Appendix O, Transportation Plan and Spil Contingency Plan 

B. Publications listed below form a part of this specification to the extent applicable.  

1. CODE OF FEDERAL REGULATIONS (CFR) 

(a) 29 CFR 1910 Occupational Safety and Health Standards 

(b) 29 CFR 1926 Safety and Health Regulations for Construction 

(c) 40 CFR 302 Designation, Reportable Quantities, and Notification 

(d) 40 CFR 260-265 Hazardous Waste Regulations 

https://gcc02.safelinks.protection.outlook.com/?url=https%3A%2F%2Fwww.envirostor.dtsc.ca.gov%2Fgetfile%3Ffilename%3D%2Fpublic%252Fdeliverable_documents%252F9141346573%252FJoyce%2520Drive_%2520Final%2520Response%2520Plan_04292026.pdf&data=05%7C02%7Cbjornj%40grassvalleyca.gov%7C6802f085fc52410c23f408ded85f9e7e%7C9ae77aa305d441df9e87a50878f705ff%7C0%7C0%7C639186102543622645%7CUnknown%7CTWFpbGZsb3d8eyJFbXB0eU1hcGkiOnRydWUsIlYiOiIwLjAuMDAwMCIsIlAiOiJXaW4zMiIsIkFOIjoiTWFpbCIsIldUIjoyfQ%3D%3D%7C4000%7C%7C%7C&sdata=ut2r5JNdSlxWxZul9oJr0mu6NeH0b5An6TPUxP0PoVg%3D&reserved=0
https://gcc02.safelinks.protection.outlook.com/?url=https%3A%2F%2Fwww.envirostor.dtsc.ca.gov%2Fgetfile%3Ffilename%3D%2Fpublic%252Fdeliverable_documents%252F9141346573%252FJoyce%2520Drive_%2520Final%2520Response%2520Plan_04292026.pdf&data=05%7C02%7Cbjornj%40grassvalleyca.gov%7C6802f085fc52410c23f408ded85f9e7e%7C9ae77aa305d441df9e87a50878f705ff%7C0%7C0%7C639186102543622645%7CUnknown%7CTWFpbGZsb3d8eyJFbXB0eU1hcGkiOnRydWUsIlYiOiIwLjAuMDAwMCIsIlAiOiJXaW4zMiIsIkFOIjoiTWFpbCIsIldUIjoyfQ%3D%3D%7C4000%7C%7C%7C&sdata=ut2r5JNdSlxWxZul9oJr0mu6NeH0b5An6TPUxP0PoVg%3D&reserved=0
https://gcc02.safelinks.protection.outlook.com/?url=https%3A%2F%2Fwww.envirostor.dtsc.ca.gov%2Fgetfile%3Ffilename%3D%2Fpublic%252Fdeliverable_documents%252F9141346573%252FJoyce%2520Drive_%2520Final%2520Response%2520Plan_04292026.pdf&data=05%7C02%7Cbjornj%40grassvalleyca.gov%7C6802f085fc52410c23f408ded85f9e7e%7C9ae77aa305d441df9e87a50878f705ff%7C0%7C0%7C639186102543622645%7CUnknown%7CTWFpbGZsb3d8eyJFbXB0eU1hcGkiOnRydWUsIlYiOiIwLjAuMDAwMCIsIlAiOiJXaW4zMiIsIkFOIjoiTWFpbCIsIldUIjoyfQ%3D%3D%7C4000%7C%7C%7C&sdata=ut2r5JNdSlxWxZul9oJr0mu6NeH0b5An6TPUxP0PoVg%3D&reserved=0
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2. CALIFORNIA CODE OF REGULATIONS (CCR) 

(a) California Division of Occupational Safety (Cal/OSHA) General Industry 
Safety Orders, Title 8 

(b) California Construction Safety Orders, Title 8 

(c) Hazardous Waste Requirements, Title 22 

1.04 SUBMITTAL PROCEDURES 

A. Owner approval is required for all submittals. 

B. Transmit each submittal with a transmittal form approved by Owner. 

C. Sequentially number the transmittal forms. 

D. For revisions and resubmittals, identify all changes made since previous 
submission. 

E. Contractor shall submit the following within 14 calendar days after notice to 
proceed. No work at the site, with the exception of site inspections and surveys, 
shall be performed until the submittals are approved. No adjustment for time or 
money will be made if resubmittals are required due to deficiencies. 

1. Schedule 

2.  

3. Health and Safety Plan (HSP) 

4. List of subcontractors 

5. Method of excavation and equipment to be used 

6. Storage methods (stockpile control) and staging locations of stockpiles and 
equipment 

7. Decontamination procedures 

8. Proposed clean soil borrow source and representative soil samples 

9. Fencing and weatherproof metal sign materials, and a scale drawing of the sign 
indicating the sign dimensions and font size. 

1.05 CONSTRUCTION PROGRESS SCHEDULES 

A. Submit initial schedule within 10 days after notice to proceed, and prior to start of 
work. 

B. Revise and resubmit as required. 
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C. Notify CQA Monitor as soon as schedule changes are anticipated. 

END OF SECTION
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SECTION 01400 – QUALITY CONTROL 

PART 1 - GENERAL 

1.01 SECTION INCLUDES 

A. Quality control 

B. Quality assurance 

1.02 RELATED SECTIONS 

A. Section 01300 Submittals 

1.03 REFERENCES 

A. Conform to referenced standards by date of issue current upon date of contract. 

B. Should specified reference standards conflict with contract documents, request 
clarification from the Engineer before proceeding. 

C. Contractual relationships of the parties to the contract shall not be altered from 
those set forth in the contract documents by mention or inference otherwise in 
any reference document. 

1.04 QUALITY CONTROL 

A. Contractor shall monitor quality control over suppliers, manufacturers, products, 
services, site conditions, and workmanship, to produce work of specified quality. 

B. Comply with specified standards as a minimum quality for the work except when 
more stringent tolerances, codes, or specified requirements indicate higher 
standards or more precise workmanship. 

C. Perform work by persons qualified to produce workmanship of specified quality. 

1.05 QUALITY ASSURANCE 

A. Owner is to retain Engineer and QA Monitor to perform compliance monitoring, 
soil sampling, real-time dust monitoring, field density testing during fill placement, 
and laboratory testing on behalf of the Owner. 

B. The Contractor shall cooperate with the CQA Monitor, prepare earthwork testing 
areas using earthwork equipment, furnish samples of material.  

C. Notify CQA Monitor promptly when changes in schedule are anticipated, and no 
less than 24 hours prior to expected time for operations requiring services. 
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1.06 REGULATORY COMPLIANCE 

A. Permits and Licenses 

1. Contractor shall adhere to applicable federal, state, and local standards, 
ordinances, and guidelines. Contractor shall maintain the required licenses to 
perform the work and shall obtain a Grading Permit from the City of Grass 
Valley as well as any required federal, state, and local permits for excavation 
activities, on-site storage of excavated soil and/or equipment, and transport 
and disposal of contaminated material.  

2. Owner will reimburse Contractor for direct cost of the grading permit and 
associated inspection fees by change order. Other permits will be obtained by 
Contractor at no additional cost to the Owner. 

B. Control of Fugitive Dust 

1. Contractor shall use wet methods (water application) to control dust emissions 
in accordance with the Dust Mitigation Plan and Community Air Monitoring 
Plan (CAMP), Appendices I and L of the DTSC-approved cleanup plan. The CQA 
Monitor will perform real-time perimeter dust monitoring during the work to 
evaluate the Contractor’s compliance. 

2. Contractor shall control dust emissions in accordance with the Northern Sierra 
Air Quality Management District (NSAQMD) Rule 226. The NSAQMD will 
monitor and enforce NSAQMD Rule 226 standards and requirements. 
Contractor will maintain active dust control throughout all phases of work, 
including but not limited to excavation, stockpiling, loading, and transport of 
contaminated waste. At no time shall visible dust cross the property line.  

C. Worker Health and Safety 

1. If required by Contractor’s Health and Safety Plan for worker protection and 
OSHA compliance, Contractor is responsible for negative exposure assessment 
monitoring at the work area.  

D. Control of Vehicle and Equipment Emissions 

1. Equipment (including but not limited to excavators, backhoes, loaders, and 
water trucks) shall meet or exceed USEPA emissions requirements. Contactor 
shall be responsible for ensuring that all equipment has proper and functioning 
emissions control systems. All equipment shall have mufflers and will be free of 
excessive noise and smoke emissions.  
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2. If Contractor’s equipment emits excessive noise or smoke, the equipment shall 
be removed from the work area and repaired, or a substitute piece of 
equipment shall be brought to the site.  

3. Vehicles shall be turned off during staging times to reduce emissions. 

END OF SECTION 
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SECTION 01700 – CONTRACT CLOSEOUT 

PART 1 - GENERAL 

1.01 SECTION INCLUDES 

A. Closeout procedures 

B. Project record documents 

1.02 CLOSEOUT PROCEDURES 

A. Clean work site, remove waste and surplus materials. 

B. Submit written certification that contract documents have been reviewed, work 
has been inspected and work is complete in accordance with contract documents 
and ready for the Engineer's review. 

C. Provide submittals to the Engineer that are required by governing or other 
authorities.   

D. Submit final application for payment identifying total adjusted contract sum, 
previous payments, and sum remaining due. 

1.03 PROJECT RECORD DOCUMENTS 

A. Submit grade sheets for rough subgrade. 

END OF SECTION 
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DIVISION 2 – SITE WORK 

SECTION 02010 – MOBILIZATION 

PART 1 - GENERAL 

1.01 SECTION INCLUDES 

A. Mobilization procedures 

B. Site Preparation and Controls 

1.02 MOBILIZATION PROCEDURES 

A. This work shall consist of preparatory work and operations necessary for the 
movement of personnel, equipment, materials, supplies, and incidentals to the 
site, and all other work and operations that must be performed or that cause costs 
to be incurred prior to beginning work on the various items under this contract 
(Bonds, initial schedules, submittals, site safety, site control, etc.). 

1.03 SITE PREPARATION AND CONTROLS 

A. Storm Water Pollution Prevention 

1. Contractor shall implement the Storm Water Pollution Prevention Plan 
(SWPPP; see Section 02270, Erosion Control). 

B. Field Sanitation 
1. Contractor shall comply with the Department of Industrial Relations regulations 

outlined in Cal/OSHA Title 8, Section 1526, Toilets at Construction Jobsites. 

C. Vegetation Removal 

1. The remedial action involves the removal of fill soil that is generally vegetated 
by grasses and weeds, and small trees and brush along the existing fill slope. 
Before soil excavation, vegetation shall be cut off at the ground surface, 
segregated, and removed from the work area. Removal of vegetation is to be 
performed using equipment that does not disturb contaminated soil prior to 
excavation. 

D. Limits Of Excavation 

1. Prior to excavation, Contractor shall stake the excavation limits in the field by 
survey, and shall install orange fencing to delineate the boundaries of the 
excavation adjacent to the Little Wolf Creek floodplain, which is not to be 
disturbed. 
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E. Track-Out Prevention and Control 

1. Haul trucks and passenger vehicles are to remain outside of active excavation 
areas, and the wheels are not to contact contaminated soil. All vehicles shall 
enter and exit the site at the construction entrance/exit, where Contractor 
installs and maintains rumble plates or appropriately sized rock apron for track-
out prevention. To minimize track-out material onto the public roadways, 
Contractor shall inspect all tires for accumulated dirt and brush clean prior to 
leaving the site.  

2. All vehicles operating on the site will adhere to a maximum speed of 15 miles 
per hour or less. 

3. All visible track-out materials shall be removed from paved public roadways 
using a regenerative air (vacuum) sweeper prior to being spread by passing 
traffic. 

F. Preservation of Utilities 

1. Contractor shall notify Underground Service Alert (USA) North 811 as required 
by law for the entire area of the site prior to excavation. Contractor is 
responsible for preservation of existing utilities.  

END OF SECTION 
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SECTION 02220 – EXCAVATION AND GRADING 

PART 1 - GENERAL 

1.01 SECTION INCLUDES 

A. Excavation 

B. Dewatering 

C. Soil Segregation and Temporary Stockpiling 

D. Soil Verification Sampling and Analysis 

E. Waste Characterization Sampling and Analysis 

F. Off-Site Disposal 

G. Proposed Import Soil Sampling and Analysis 

H. Import and Placement of Clean Fill 

1.02 RELATED SECTIONS 

A. Section 01050 Field Engineering 

B. Section 01400 Quality Control  

C. Section 02270 Erosion Control 

1.03 REFERENCES 

A. ASTM D422 – Standard Test Method for Particle-Size Analysis of Soils  

B. ASTM D1557 – Standard Test Methods for Laboratory Compaction Characteristics 
of Soil Using Modified Effort 

C. ASTM D6938 – Standard Test Method for In-Place Density and Water Content of 
Soil and Soil-Aggregate by Nuclear Methods (Shallow Depth) 

D. ASTM D2488 – Standard Practice for Description and Identification of Soils (Visual-
Manual Procedure) 

1.04 QUALITY CONTROL 

A. Use adequate numbers of skilled workers who are thoroughly trained and 
experienced in the necessary crafts and who are completely familiar with the 
specified requirements and the methods needed for proper performance of the 
work of this Section. 

B. See Section 01050 Field Engineering for tolerances for line and grade. 
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C. A qualified testing laboratory will be retained by the Owner to perform QA tests for 
soil compaction and for observation of the earthwork. Owner’s QA testing does not 
relieve Contractor from QC responsibilities and contract responsibilities.  

D. Samples of all imported fill material shall be delivered to Engineer at least twenty-
one (21) days prior to import of soil to allow for laboratory analysis and regulatory 
review. Written approval of material must be obtained prior to import. 

1.05 SUBMITTALS 

A. Submit representative soil samples to Engineer at least twenty-one (21) days prior 
to import of soil material. Obtain written approval of material prior to import. 
Comply with General Conditions and pertinent provisions of Section 01300. 

PART 2 - PRODUCTS 

2.01 CLEAN IMPORT SOIL 

A. The contractor shall submit representative samples of the proposed import soil to 
the CQA Monitor for geotechnical analysis and testing for contamination. 
Contractor must obtain Engineer’s written approval prior to transport of clean 
import soil to the site.   

B. Clean import soil shall be uncontaminated, predominantly granular, non-expansive 
and free of organic matter and deleterious material. No rocks greater than 6 inches 
in any dimension shall be placed in the upper five feet of fill.   

C. Soil shall not be borrowed from properties with suspected contamination. 
Undesirable borrow sites include former commercial and industrial uses such as 
gasoline stations, dry cleaners, photographic processing facilities, paint stores, auto 
repair and painting facilities, metal processing shops, manufacturing facilities, 
aerospace facilities, oil refineries, and waste treatment plants. 

D. The CQA Monitor will submit soil samples to a California-certified laboratory for 
analysis of  metals, asbestos, and petroleum hydrocarbons, at a minimum. 
Additional testing may be required depending upon the past use of the proposed 
borrow property.  

E. Screening levels are listed below: 

Analyte Screening Level (SL) mg/kg Basis for SL 

Antimony 31 RSL 
Arsenic 26 / 9.84 BTV / UCL 
Barium 15,000 RSL 
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Beryllium 16 DTSC-SL 
Cadmium 7.1 DTSC-SL 
Chromium 120,000 RSL 

Cobalt 23 RSL 
Copper 3,100 RSL 

Lead 80 DTSC-SL 
Mercury 0.67 DTSC-SL 

Molybdenum 390 RSL 
Nickel 820 DTSC-SL 

Selenium 390 RSL 
Silver 390 RSL 

Thallium 0.78 RSL 
Vanadium 390 RSL 

Zinc 23,000 RSL 
Asbestos <0.25% CARB 

GRO 100 Tier 1 ESL 
DRO 100 Tier 1 ESL 
ORO 1,600 Tier 1 ESL 

Notes: BTV = background threshold value, CARB = California Air Resources Board, DTSC-SL = 
DTSC Screening Level, ESL = RWQCB Environmental Screening Level, mg/kg = milligram per 
kilogram, RSL = USEPA Regional Screening Level, SL = screening level for residential soil, UCL = 
95% upper confidence limit on arithmetic mean site background concentration 

PART 3 - EXECUTION 

3.01 EXCAVATION 

A. Apply water to soil prior to and during excavation to perform fugitive dust control 
per the Dust Mitigation Plan and Community Air Monitoring Plan (CAMP). CQA 
Monitor will perform real-time particulate monitoring to verify compliance with 
the Dust Mitigation Plan and CAMP. 

B. Perform track-out prevention and control per Section 02010 1.03(E). CQA Monitor 
will observe and verify track-out prevention and control.  

C. Excavation includes mechanical excavation of fill soil and underlying alluvium using 
a rubber-tired or track-mounted excavator, backhoe, or other mechanical means. 
Excavation shall be performed in accordance with the Dust Mitigation Plan and to 
the depths indicated by the CQA Monitor as a result of verification sampling and 
analysis. The approximate vertical and horizontal limits of excavation are depicted 
on Figures 2 and 3. 
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3.02 DEWATERING 

A. Divert surface water runoff to prevent entry into any portion of the excavation. 

B. Although groundwater may be encountered at the base of the deepest excavation, 
dewatering during excavation activities is not anticipated. 

3.03 SOIL SEGREGATION AND TEMPORARY STOCKPILING 

A. Segregate fill soil from underlying gray sand, which is suspected mine waste and 
may classify as Class I waste, requiring disposal at a hazardous waste landfill. 

B. Stockpile excavated soil away from the excavation to allow for soil sampling and 
laboratory analysis.  

C. Protect stockpiles from wind and water erosion.  

3.04 SOIL VERIFICATION SAMPLING AND ANALYSIS 

A. CQA Monitor will obtain soil samples from the base and side walls of the 
excavations for chemical analysis. Contractor may need to perform additional 
excavation of contaminated soil if it is detected in the base or side walls of the 
excavation.  

3.05 WASTE CHARACTERIZATION SAMPLING AND ANALYSIS 

A. CQA Monitor will obtain soil samples from the excavated soil stockpiles for waste 
characterization. Waste to be removed from the site for off-site disposal will be 
classified by sampling and laboratory analysis (total, WET, and TCLP) for arsenic, 
lead, and mercury to determine whether it will be disposed at a Class II (non-
hazardous) or Class I (hazardous) solid waste disposal facility. Sampling will be 
performed at a minimum frequency of one 4-point composite sample per 500 
cubic yards of soil.  

B. The fill soil (the majority of the soil to be off-hauled) is generally expected to 
classify as non-hazardous waste. The western edge of the fill is underlain by 
floodplain sediment that is expected to be classified predominantly as hazardous 
waste based on its soluble arsenic concentrations. 

3.06 OFF-SITE DISPOSAL 

A. Material to be removed from the site shall be loaded into closed-top or tarped 
trucks and transported to a licensed Class I or Class II solid waste facility 
(depending upon waste characteristics) for disposal in accordance with applicable 
federal, state and local laws and regulations.  



TECHNICAL SPECIFICATIONS, JOYCE DRIVE SOIL REMEDIATION PROJECT 
Grass Valley, California 

 Page 24 

B. Waste loading and transport shall be performed in accordance with the attached 
Transportation Plan, which includes transportation route maps and a contingency 
plan/spill response plan.  

C. The contractor is responsible for obtaining approval from a licensed solid waste 
facility prior to transport.  

D. Weight tickets and waste manifests shall be provided to the CQA Monitor for all 
off-site waste disposal. 

3.07 PROPOSED IMPORT SOIL SAMPLING AND ANALYSIS 

A. Prior to the import of clean soil, Contractor must obtain written approval for 
import from the CQA Monitor. The CQA Monitor will coordinate laboratory 
analysis, work with the DTSC for review of chemical analysis, and work with the 
Engineer for geotechnical review. 

3.08 IMPORT AND PLACEMENT OF CLEAN FILL 

A. Subgrade Preparation 

1. Subgrade shall be prepared prior to soil transport and fill placement. The 
subgrade surface is to be scarified to a depth of 8 inches, moisture conditioned 
at or near optimum moisture content, and recompacted to a minimum of 90% 
of the ASTM D1557 maximum dry density.  

2. For areas to receive fill that are steeper than 5 horizontal to 1 vertical (5H:1V), 
a keyway is to be constructed at the base of the fill at least two feet deep and 
an equipment-width wide, as confirmed by the CQA Monitor in the field. The 
base of the keyway shall be in competent material as determined by the CQA 
Monitor in the field. 

B. Fill Placement and Compaction 

1. Maintain moisture content in soil to minimize the generation of visible dust 
during preparation, placement and compaction. 

2. Soil shall be uniformly moisture conditioned to the ASTM D1557 optimum 
moisture content or within approximately 3 percentage points above optimum 
moisture content.   

3. Fill shall be constructed by placing uniformly moisture conditioned soil in 
maximum 8-inch-thick loose lifts (layers) prior to compacting. 

4. Fill shall be compacted to a minimum relative compaction of 90% of the ASTM 
D1557 maximum dry density.  
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5. The moisture content, density, and relative percent compaction of fill must be 
verified by the CQA Monitor during construction. The contractor shall assist the 
CQA Monitor by excavating test pads with the on-site earth moving equipment. 

C. Fill slope construction 

1. Fill slopes shall be 2 horizontal to 1 vertical (2H:1V) or flatter, unless otherwise 
specified by the civil plans.   

2. For areas to receive fill that are steeper than 5H:1V, a keyway is to be 
constructed at the base of the fill at least two feet deep and an equipment-
width wide, as confirmed by the CQA Monitor. The base of the keyway shall be 
in competent material as determined by the CQA Monitor.  

3. Fill is to be benched into the existing slope. Benches are to extend into 
competent material, as determined by the CQA Monitor.  

4. The top of the fill is to be graded to drain away from the fill slope as specified 
on the plans. Stormwater runoff is to be conveyed into natural drainage 
courses as specified on the plans.  

5. Place fill in horizontal lifts (layers) not exceeding eight inches in thickness. 
Overbuild the slope face and cut back to the desired slope gradient. 

3.09 QUALITY CONTROL / QUALITY ASSURANCE 

A. Field testing will be provided by the Engineer and CQA Monitor. 

B. Secure Engineer's approval of subgrade prior to fill placement. 

C. Failed field density tests shall result in addition compaction effort or removal, re-
processing and recompaction of clean import soil fill materials.  

END OF SECTION 
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SECTION 323113 – CHAIN LINK FENCES AND GATES 

PART 1 - GENERAL 

1.01 SECTION INCLUDES 

A. References 

B. Submittals 

C. Quality Control 

D. Delivery, Storage and Handling 

1.02 REFERENCES 

A. Installation of chain link fence and gate shall conform to the provisions in Section 
80, "Fences," of the Standard Specifications and Section 10-1.16 of the Special 
Provisions. All ferrous materials shall be protected by galvanizing or other specified 
coatings.  Imperfectly galvanized or coated material or material with serious 
abrasions shall not be used. 

B.  

1.03 SUBMITTALS 

A. Product Data: Submit 5 days prior to shipment to the site. 

B. Shop Drawings: Submit drawings showing location of gates (one on southern fence 
line and one on northern fence line), corner, end, and pull posts.  

C.  

1.04 QUALITY CONTROL 

A. Submit certificates of compliance in accordance with the applicable reference 
standards. 

1.05 DELIVERY, STORAGE, AND HANDLING 

A. Deliver materials to site in an undamaged condition. Store materials off the ground 
to provide protection against oxidation caused by ground contact. 

PART 2 - PRODUCTS 

2.01 POSTS 

A. The base metal for the manufacture of posts and braces shall be commercial 
quality, or better, weldable steel. Posts and braces shall be galvanized in 
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conformance with the provisions in Section 75 1.05, "Galvanizing," of the Standard 
Specifications.  

B. The material of which posts and braces are fabricated shall have a nominal 
thickness, before galvanizing, of not less than 0.105 inch for posts and 0.075 inch 
for braces. 

C. Gate posts shall be fabricated from schedule 40 pipe conforming to the 
requirements shown on the plans. 

D. The length of posts, exclusive of fitted top fixtures or other methods of supporting 
the top tension wire which are integral with the post, shall not be less than the 
depth of the concrete footings shown on the plans plus the height of the fabric as 
shown on the plans or specified in the special provisions, less 4 inches. 

E. All posts shall be fitted with rainproof tops. 

F. Post tops, extension arms, stretcher bars and other required fittings and hardware 
shall be steel or malleable iron or wrought iron and shall be galvanized after 
fabrication. All required fittings and hardware shall be fastened to the posts in the 
proper manner. 

2.02 FABRIC 

A. Chain link fabric shall conform to the requirements in AASHTO Designation:  M 181 
for Type I zinc coated fabric with a Class C coating. The wire used in the 
manufacture of the fabric shall be 9 gage. 

B. Chain link fence fabric shall be woven into approximately 2 inch mesh such that 
there shall be at least 7 meshes in a vertical dimension of 23 inches along the 
diagonals of the openings.  Chain link fence fabric shall have knuckled finish on top 
and bottom edges. 

2.03 PVC COATING 

A. Chain link fence, posts, gate, wire and fittings shall be polymer coated with a black 
PVC coating, fused and adhered to the exterior zinc coating of the galvanized pipe 
in accordance with ASTM F1043.  

2.04 MISCELLANEOUS 

A. Between posts, chain link fabric shall be fastened to a top and bottom tension wire 
or horizontal rails as shown on the plans. Tension wire shall be at least 7 gage 
(0.177 inch dia.) coil spring steel of good commercial quality and shall be 
galvanized in conformance with the requirements in ASTM Designation:  A 116, 
Coating Class 3. 
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B. Tie wires and hog rings shall be at least 9 gage (0.148 inch dia.) steel and post clips 
shall be at least 6 gage (0.192 inch dia.) steel; all tie wires, hog rings and post clips 
shall be galvanized in conformance with the requirements in ASTM Designation:  A 
116, Coating Class 3. 

C. Turnbuckles and truss tighteners shall be fabricated of commercial quality steel, 
malleable iron or wrought iron and shall be galvanized as provided in Section 75 
1.05, "Galvanizing."  The truss tighteners shall have a strap thickness of not less 
than 1/4 inch. 

D. Portland cement concrete for metal post footings and for deadmen shall be 
produced from commercial quality aggregates and cement and shall contain not 
less than 470 pounds of cement per cubic yard. 

2.05 GATES 

A. Provide two gates (one north, one south), Type II, double swing, total width 12 
feet, round framing and bracing members of zinc-coated steel, rigid construction, 
free from sag or twist. 

B. Gate Posts: Provide gate posts for supporting each gate leaf in material class, grade 
and finish to match other fence posts. 

C. Gate Fabric: As specified for fencing fabric. Attach gate fabric to gate frame in 
accordance with manufacturer's standards, except that welding is not permitted. 

D. Gate Frame: Provide gate frame assembly that is welded or assembled with special 
malleable or pressed-steel fittings and rivets to provide rigid connections. Install 
fabric with stretcher bars at vertical edges; stretcher bars may also be used at top 
and bottom edges. Attach stretcher bars and fabric to gate frames on all sides at 
intervals not exceeding 15 inches. Attach hardware with rivets or by other means 
which provides equal security against breakage or removal. 

E.  

2.06 PADLOCKS 

A. Provide padlocks conforming to ASTM F883, with chain. 

B.  

PART 3 - EXECUTION 

3.01 PREPARATION 
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A. Ensure final grading and established elevations are complete prior to commencing 
fence installation. 

B. Provide excavations for post footings which are in virgin or compacted soil.  

3.02 INSTALLATION 

A. Line posts shall be spaced at intervals as shown on the plans, measured from 
center to center of posts. In general, in determining the post spacing, 
measurement will be made parallel to the slope of the natural ground, and posts 
shall be placed in a vertical position, except in unusual locations where directed by 
the Engineer the posts shall be set perpendicular to the ground surface. 

B. Posts shall be set in concrete footings conforming to the details shown on the 
plans and crowned at the top to shed water. 

C. End, latch and corner posts shall be braced to the nearest line post. At the 
Contractor's option bracing shall be accomplished either with diagonal braces used 
as compression members or with horizontal braces used as compression members 
and steel truss rods having minimum diameters of 3/8 inch used as tension 
members. Each steel truss rod shall be equipped with a turnbuckle or truss 
tightener with tensile strength equal to the truss rod. 

D. Chain link fabric shall be fastened on the side of the posts designated on the plans. 
The fabric shall be stretched and securely fastened to the posts, and horizontal 
rails.   

E. The fabric shall be fastened to end, latch, corner and gate posts with stretcher bars 
having dimensions of not less than 1/4" x 3/4" and stretcher bar bands having 
dimensions of not less than 1/8" x 3/4" spaced at one foot intervals. The fabric 
shall be fastened to line posts with tie wires or post clips and to tension wires with 
tie wires or hog rings. The fasteners shall be spaced at approximately 12 inches on 
line posts and at approximately 18 inches on rails or tension wires. Wire ties shall 
be given at least one complete turn.  Hog rings shall be closed with ends 
overlapping. The tension wires shall be wrapped around terminal posts. The 
distance from the top of the fabric to the top tension wire shall be 2 inches 
maximum. 

F. In lieu of using stretcher bars and bar bands, the fabric may be fastened to the end 
and corner posts by threading through loops formed on the posts. 

G. Surplus excavated material remaining after the fence has been constructed shall 
become the property of the Contractor and shall be disposed of in conformance 
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with the provisions in Section 7 1.13, "Disposal of Material Outside the Highway 
Right of Way," of the Standard Specifications. 

H.  

I. Install gates plumb, level, and secure, with full opening without interference. 
Adjust hardware for smooth operation and lubricated where necessary. 

J. Provide padlocks for gate openings and provide chains that are securely attached 
to gate or gate posts. Provide padlocks keyed alike, and provide two keys for each 
padlock. 

END OF SECTION 
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SECTION 02270 – EROSION CONTROL 

PART 1 - GENERAL 

1.01 SECTION INCLUDES 

A. Storm Water Pollution Prevention Plan 

B. Best Management Practices 

C. Site Restoration 

1.02 STORM WATER POLLUTION PREVENTION PLAN 

A. The contractor shall implement the site-specific Storm Water Pollution Prevention 
Plan (SWPPP) to comply with the State of California, Environmental Protection 
Agency, State Water Resources Control Board (SWRCB), National Pollution 
Discharge Elimination System (NPDES) General Permit for Storm Water Discharges 
Associated with Construction and Land Disturbance Activities Order WQ 2022-
0057-DWQ, NPDES No. CAS00002 (the Construction General Permit, or CGP).  

1.  

1.03 BEST MANAGEMENT PRACTICES 

A. Contractor shall install and maintain erosion and sediment controls per the SWPPP. 
Best management practices (BMPs) shall be implemented to prevent erosion and 
reduce the potential for sediment discharges. 

1. Exposed fill surfaces and areas disturbed by construction activity shall be 
hydroseeded or hand seeded/strawed with an appropriate seed mixture 
compatible with the soil and climate conditions of the site as recommended by 
the local Resource Conservation District. 

2. Silt fences shall be installed at the down slope perimeter of disturbed areas. 

3. Fiber rolls (straw wattles) shall be installed at the toe of slope and on contour 
within the placement area pursuant to the SWPPP. 

4. The Contractor shall maintain and protect exposed soil from wind and water 
erosion.   

5. If a storm is forecasted for the area, exposed fill areas shall be sloped to drain 
and compacted to facilitate runoff. Plastic sheeting shall be secured over 
exposed soil prior to storm events if the soil is in danger of eroding. 
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6. All existing surface drainage facilities must be kept free of soil and debris during 
construction.  

7. The Contractor shall provide siltation control and management during 
construction. 

8. Damaged or worn BMPs shall be repaired or replaced. BMPs shall be observed 
for damage when rain is forecasted, following rain events, and periodically as 
needed during prolonged rainfall.    

9. Fiber rolls manufactured with natural fibers typically do not require removal 
and can be abandoned in place once permanent erosion control (vegetation) is 
established. Fiber rolls that do not degrade must be removed once permanent 
erosion control is established. 

B. The Contractor shall provide the services of a Qualified Stormwater Practitioner 
(QSP) to ensure oversight of stormwater monitoring, sampling (if required), and 
best management practices (BMPs) as outlined in the site-specific SWPPP.  

C. Contractor shall install all soil erosion, sediment control, and sediment track-out 
BMPs, and shall perform all materials handling, stockpile management, 
maintenance, and housekeeping practices as outlined in the SWPPP and in 
accordance with the regulations. Contractor shall immediately repair or correct any 
BMPs that are damaged or require corrective actions.  

D. Contractor shall be responsible for keeping the construction site in a clean and 
workmanlike manner and implementing all required erosion and sediment control 
measures and other control measures required by the SWPPP and regulations.  

E. Contractor shall furnish all materials, qualified trained personnel, and equipment 
necessary to control stormwater and sediment runoff in accordance with the CGP. 
The Contractor will maintain active stormwater and sediment control throughout 
all phases of work, including but not limited to excavation, stockpiling, soil load-
out, transport of contaminated waste, and import and placement of clean soil. 

F. Contractor shall provide copies of the SWPPP records and logs during construction 
activities to the Owner on a weekly basis. Contractor shall maintain copies of these 
records and logs, and a copy of the NOI and SWPPP, at the construction site at all 
times for viewing by the California Regional Water Quality Control Board (RWQCB). 

END OF SECTION
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DUST MITIGATION PLAN

This Dust Mitigation Plan (DMP) describes material handling protocols to reduce the release of metals into 
the atmosphere during remedial action activities that involve soil disturbance.  The DMP is an element of 
the Response Plan for the Joyce Drive Property in Grass Valley, California. The remedial action involves 
soil-disturbing activities including excavation and off-site disposal of approximately 10,526 cubic yards of 
contaminated soil and sediment.  

PURPOSE 

The purpose of this DMP is to: 

• outline engineering controls to be implemented during the remedial action including fugitive dust
prevention, track-out prevention, surface protection, vehicle movement, exploratory trench
excavation, sample collection, and trench backfill; and

• outline protocol for confirming that engineering controls, as designed, are implemented during
the soil-disturbing activities.

NOTIFICATION PRIOR TO SOIL DISTURBANCE 

The California Department of Toxic Substances Control (DTSC) shall be notified at least one week in 
advance of soil-disturbing activities.  Contact information is provided below:  

Sarah Larese, Project Manager 
California Department of Toxic Substances Control 
Site Mitigation and Restoration Program 
5796 Corporate Avenue 
Cypress, California 90630  
sarah.larese@dtsc.ca.gov 
(714) 484-5321

ENGINEERING CONTROLS 

Engineering controls and dust control measures apply to all mechanical soil disturbances in contaminated 
areas at the site, including areas with contaminated fill and contaminated sediment. Soil-disturbing 
activities are defined in this document as any mechanical soil disturbance in the contaminated areas. 
Mechanical soil disturbance may result from activities such as movement of equipment and vehicles, 
excavation and transport, and sample collection. 

The engineering controls described below shall be implemented during any mechanical disturbance of 
contaminated materials associated with the remedial action. If alternate engineering controls are 
proposed, the alternate controls must be approved by the DTSC prior to soil disturbance. 

April 2026
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Traffic Control 

Maximum speed for any vehicle or equipment on the site shall be 10 miles per hour.  Slower vehicle speeds 
may be necessary to reduce soil disturbance or dust generation. Vehicular and equipment travel should 
be limited to designated areas. Only vehicles and equipment directly involved with the site investigation 
shall be allowed in the contaminated work areas. All other vehicles and equipment shall remain parked in 
a designated clean area on-site. 

Track Out Prevention 

No soil is allowed to leave the contaminated work areas through vehicle or equipment track-out. Vehicles 
and equipment shall be visually inspected for soil or mud accumulation, and shall be washed down as 
necessary at the contaminated area ingress/egress location before leaving the contaminated area.   

Soil Excavation and Transport 

If the ambient soil moisture is not sufficient to prevent fugitive dust generation, water shall be sprayed to 
sufficiently wet areas of disturbance and stockpiled soil.  Soil and sediment shall be adequately wetted such 
that no visible dust emissions occur. Excavation transport operations shall be suspended when, despite 
application of dust mitigation measures, wind speeds are high enough to result in fugitive dust emissions.   

Soil Stockpiles 

Contaminated soil and sediment may be temporary stockpiled for waste classification and loading onto 
trucks. Active stockpiles are to be adequately wetted or covered with waterproof tarps. Inactive stockpiles 
must be covered with waterproof tarps that are secured from wind and rain, and surrounded by BMPs for 
erosion and sediment control, such as straw wattles and silt fence.   

Field Determination of Moisture 

Field testing for determination of sufficient moisture content will be conducted as follows. 

• A one-quart soil sample shall be taken from the top 3 inches of the disturbed area.

• The sample shall be poured from a height of 4 feet above a clean hard surface.

• The material will be considered adequately wetted if no observable dust is emitted when the
material is dropped.

Air Particulate Monitoring 

Air particulate monitoring is to be performed during disturbance of contaminated soil and sediment. 
Results of air particulate monitoring shall be reported to the DTSC within 48 hours of collection. 

ADMINISTRATIVE CONTROLS 

Occupational Safety and Health Act 

Field investigation personnel shall maintain current Occupational Safety and Health Administration 
(OSHA) certification.  Personal air monitoring equipment may be required by the lead agency or local 
enforcement agency. 

April 2026
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DMP Compliance Monitoring 

The Construction Quality Assurance (CQA) Monitor shall conduct the following DMP compliance 
monitoring during any mechanical disturbance of contaminated soil or sediment: 

• confirm implementation of track-out controls;

• confirm that sufficient water is applied so that no visual fugitive dust is observed;

• confirm that on-site travel speeds are followed;

• confirm that contaminated soil is placed back into the exploratory excavations; and

• confirm that investigation activities are in compliance with the guidelines of the DMP.

Air Particulate Monitoring Protocol 

Real-time dust monitoring may be required to verify that the engineering controls are effective in 
controlling dust emissions. When required, airborne dust levels are to be monitored using active, real-
time, data-logging aerosol monitors (e.g., a MIE pDR1200 with PM-10 inlet attached to a sampling pump). 

As set forth in CCR Title 17 Section 70200, the action level for fence-line suspended particulate matter 
(airborne dust) is 50 micrograms per cubic meter (µg/m3), which is equal to 0.05 milligrams per cubic 
meter (mg/m3). This value is based on a 24-hour sample obtained using a PM10 sampler, determined by 
real-time air monitoring as the difference between upwind and downwind measurements. CCR Title 17 
Section 70200 states that the PM10 sampler is intended to collect a range of particulates reflecting the 
characteristics of lung deposition, collecting approximately 50% of all particles of 10 microns (µm) 
aerodynamic diameter, collecting a declining fraction of particles as their diameter increases, and 
increasing fraction of particles as their diameter decreases.  

Dust monitoring instruments will be calibrated daily, will be set to log dust levels over 5-minute periods, 
and will be visually read every 15 minutes. Dust monitoring instruments are typically placed at the 
following locations: 

• Upwind to monitor background airborne dust conditions;

• On the backhoe operator to provide worst case dust concentrations; and

• At two locations on the downwind property line.
If airborne dust monitoring results exceed the action level for dust in air (0.05 mg/m3), additional water is
to be applied to the soil, and additional engineering controls for dust suppression are to be performed as
required to maintain dust concentrations below the action level. In addition to the monitoring
requirements described above, no visible dust is to cross the property line.

The lead agency or local enforcement agency may require dust monitoring and may also require air 
sampling and analysis. If conditions arise that require monitoring or air sampling, the monitoring shall be 
conducted in accordance with these guidelines. Air sampling and analysis, if required, is to be performed 
in accordance with NIOSH Method 7082, with analysis by flame atomic absorption spectroscopy (FAAS). 
All results of air monitoring shall be reported to the DTSC within 48 hours. 
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Community Air Monitoring Plan 

A Community Air Monitoring Plan (CAMP; Appendix L of the Response Plan) is required for remedial action 
involving significant soil disturbance. Guidelines are set forth in the  DTSC Community Air Monitoring Plan 
Guidance (CAMP Guidance, 2020). The CAMP Guidance emphasizes the role of the DTSC to ensure that 
public health and safety are protected, long-term environmental risks are properly managed and the 
appropriate regulations are followed. 

As set forth in CCR Title 17 Section 70200, the action level (AL) for fence-line suspended particulate matter 
(airborne dust) is 50 micrograms per cubic meter (µg/m3), which is equal to 0.05 milligrams per cubic 
meter (mg/m3). Site-specific fence-line ALs are developed in the CAMP.  

The CAMP focuses on air monitoring at the perimeter of the site to verify the protection of the surrounding 
community and does not pertain to worker protection within the site, which is to be addressed by the 
site-specific HSPs prepared by each contractor at the site to protect their employees. 

Exposure Monitoring 

Although the CCR Title 17 Section 70200 fence line action level described above is generally lower (more 
protective) than benchmarks for worker protection, each employer involved in the remedial action must 
determine that the employer’s workers are adequately protected at the work area. Benchmarks for 
worker protection include but are not limited to:  

• The Cal-OSHA Permissible Exposure Limit (PEL; 10 mg/m3) for airborne dust.

• An action level based on the OEHHA 1-hour acute REL for arsenic (0.2 µg/m3). The 1-hour acute REL is
considered as a not-to-exceed value and may be appropriate for use as a level of concern (LOC) in the
Marlowe Equation [AL (µg/m3) = LOC (µg/m3) x 1,000,000 /Concentration in soil (mg/kg)] to calculate
a dust action level (AL). Arsenic values detected in soil and sediment to be excavated range up to
260 mg/kg. The mean detected value is 43.8 mg/kg, and the 95% UCL on the mean concentration is
52 mg/kg. Using the central-tendency EPC for arsenic in soil/dust (52 mg/kg), an AL of 3,800 µg/m3

(3.8 mg/m3) can be calculated. The maximum soil arsenic detection (260 mg/kg) yields in an AL equal
to 760 µg/m3 (0.76 mg/m3).

• An AL based on the Cal-OSHA AL for arsenic in air (5 μg/m3):  Dividing the Cal-OSHA AL for arsenic in air
(5 μg arsenic / m3 dust) by the central-tendency value for arsenic in soil and dust (52 mg arsenic / kg soil
and dust) yields a suspended particulate AL of 96 mg/m3. Using the maximum detected soil arsenic
concentration (260 mg/kg) yields an AL equal to 19 mg/m3.

Employers are to perform exposure monitoring as required by 8 CCR 5214 (arsenic) and 1532.1 (lead) to 
document the effectiveness of engineering controls (wet methods to allay dust) and to confirm negative 
exposure assessment. “Negative exposure assessment” means conducting industrial hygiene (IH) 
exposure monitoring for arsenic and lead while performing sampling tasks using the controls set forth in 
the HSP and documenting airborne concentrations below the respective ALs. Representative (worst case) 
IH monitoring for arsenic would typically be performed in areas where the highest arsenic concentrations 
are expected, such as at the location of excavation or loading of contaminated soil.   

April 2026 
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If air sampling is required, it should be performed using an MIE pDR1200 active air sampler coupled with 
an 0.8-micrometer mixed-cellulose-ester filter (MCEF) using NIOSH Method 7300-Mass Spectrometry 
(MS) for analysis of the filters (to achieve a lower detection limit). No significant elemental mercury has 
been reported at the site; therefore, no air monitoring for mercury vapors is proposed. If proposed, air 
monitoring for mercury would typically be performed using a Jerome J405 mercury vapor monitor or 
equivalent instrument with a lower detection limit of 0.5 µg/m3. 

April 2026
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HEALTH AND SAFETY PLAN SUMMARY 

Site Name: Joyce Drive Property 
 
Site Location: The site is located south of Joyce Drive, east of State Highway 20/49, and west of 

Whiting Street in Grass Valley, California. Access is from the west via South Auburn 
Street to Whiting Street to Joyce Drive.  

 
Project Representatives: 

• Project Manager: Jason Muir 530-913-5996 - Cell No. 
• Project Safety Officer: Nicole Hastings-Bethel 805-801-4998 - Cell No. 

  Geocon Office No.: 916-852-9118 
• Geocon Consulting CIH: Pamela Murcell 916-712-4547 - Cell No. 
• Client Project Manager:  Amy Kesler-Wolfson 530-274-4711 – Office No. 

 City of Grass Valley  
 

 
Scope: 

• Quality Assurance (QA) monitoring during 
excavation and off-site transport of 
approximately 10,000 cubic yards of 
contaminated soil and sediment 

• Verification soil sample collection at the 
base and perimeter of the excavations 

 

• Compaction testing of clean fill material 
imported to the site for replacement of 
the contaminated soil and sediment 

• General QA observation and 
recordkeeping 

 
 

Hazard Summary: 

• Mechanical – material handling, slip/trip, 
struck-by injuries, steep slopes;  

• Earthwork – excavation, loading, hauling, 
placement, and compaction of soil 

• Underground and Overhead Utilities 

• Occupational Noise 

• Biological – bites or stings; poison oak; 
COVID-19 pathogen 

• Thermal Extremes – Heat Stress 

• Chemical – heavy metals 

Control Summary: 

• PPE: Safety vests, hard hats, safety glasses, 
steel-toed boots 

• Site Control – utility location/identification 

• Hearing protection – ear plugs or muffs 

• Site inspection and awareness; repellent; safe 
work practices 

• Appropriate dress, shaded rest breaks, fluids 

• Engineering Controls/Isolation/PPE – safe (wet) 
sampling methods & work practices; protective 
gloves; sanitation. 
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Hospital Reference: Sierra Nevada Memorial Hospital (530) 274-6000 
155 Glasson Way, Grass Valley, CA 95945  

 
Directions: From the Site: Head east on Joyce Drive towards Whiting Street and turn 

left on Whiting Street. In 0.4 miles, turn left on West Empire Street, and 
then turn right onto CA 20/49 towards Nevada City. In 1.4 miles, take exit 
183A for Dorsey Drive. Turn left onto Dorsey Drive. In 0.2 miles turn left 
onto Catherine Lane. In 0.1 miles turn left onto Glasson Way. Then turn 
right, and the destination is on the right. (See Figure 1.) 

 
Emergency Assistance: Fire/Police/Medical Assistance: 911 

Grass Valley Police Department: (530) 477-4600–Non-Emergency 
Poison Control: 800-222-1222 
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1.0 INTRODUCTION 

This Health and Safety Plan (HSP) is a compilation of health and safety guidelines, policies and/or 

performance protocols that, when exercised, are intended to reduce or eliminate the potential for 
injury and exposure during the performance of the activities at the site described below. 

Conformance with its contents does not warrant that injuries or exposures will not occur. 
 

This HSP is not a training tool and does not contain the degree of detail necessary to train an 
employee on the appropriate performance, approach and/or equipment-use protocols referenced 

herein. Persons working on this project and referring to this HSP shall meet the minimum training 
requirements described in Section 2.2. 

 
This HSP has been prepared to specifically support the field activities described herein. The provisions 

described herein apply to employees of Geocon Consultants, Inc. (Geocon) and its subcontractors 
only. Representatives of the Client, Client-retained subcontractors, and representatives of state or 

local government agencies are expected to observe the safety rules and requirements established by 
their respective organizations, provided they do not conflict with this HSP. However, Geocon will not 

be responsible for enforcing the conditions of this HSP on these representatives. 
 

The contents of this HSP are based on factors and conditions understood prior to the start of the field 
activities. If those factors and conditions change during performance of the activities or if conditions 

exist that were not considered in the preparation of this HSP, then they shall be brought to the 
immediate attention of the person approving this HSP, and the HSP shall be modified accordingly. The 

date indicated in Section 8.0 of this document indicates the latest version of this HSP. 
 

All project personnel will review and become familiar with the elements of the Plan prior to site work. 
A copy of the Plan will be provided to all subcontractors and the Project Manager or designee 

involved with project activities. 
 

A pre-job conference will be held to delineate roles and responsibilities, discuss key elements of the 
HSP, and coordinate activities. This HSP is a "working document" to be used by Geocon personnel. 

The HSP may be modified at any time in accordance with Section 1.4 to adequately address changing 
conditions or previously unrecognized exposure hazards which may be encountered during the 

project. An updated, current copy of the HSP will be maintained at the project site and be available to 
all affected personnel. 
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1.1 Project Location and Description 

Site Location: The site is located south of Joyce Drive, east of State Highway 20/49, and west of 

Whiting Street in Grass Valley, California. Access is from the west via South Auburn 
Street and Whiting Street. 

1.2 Background 

The vacant, 3.7-acre Site is proposed for affordable housing development. It is in the historical Grass 

Valley Mining District, and elevated concentrations of heavy metals in soil pose a potential health risk 
and are to be cleaned up prior to development.  

 
Single-family residential development adjoins the Site to the northwest, north (across Joyce Drive) 

and east. Most of these homes are associated with the Nevada County Habitat for Humanity 
"Heritage Oaks Phase 1" affordable housing development, and the Site is intended to support Phase 2 

of the affordable housing development.  
 

Nevada County Habitat for Humanity purchased the site from Walter and Jeanette White in October 
2018 for affordable housing development. The City of Grass Valley is purchasing the Site from Habitat 

for Humanity to facilitate its cleanup and revitalization. Twelve affordable housing units are proposed: 
ten on the eastern third of the Site and two on its northwestern corner.  

 
The proposed remedial action includes excavation and off-site transport of approximately 10,000 cubic 

yards of contaminated soil and sediment; verification sampling and laboratory analysis; import of an 
approximately equal amount of soil; placement and compaction of the clean soil; and site restoration. 

1.3 Project Objectives 

The objective of the remedial action is to reduce the risk to human and ecological receptors by 

removing contaminated soil and sediment.  
 

1.4 Planned Scope of Services 

 Geocon will perform QA monitoring during the remedial action, which includes soil sampling, 

compaction testing, and general observation and recordkeeping. 
 



 
Joyce Drive Property 

Health and Safety Plan 
 

Geocon Project No. S2510-07-01 - 5 - April 2026 

1.5 Schedule 

Anticipated Period of Performance: August – October 2026 

Anticipated Weather/Temperature: Weather conditions are expected to be warm to hot. Geocon’s 
Heat Illness Prevention Plan will be implemented as needed.  
Field work will not be conducted during inclement wet weather. 
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2.0 ADMINISTRATIVE REQUIREMENTS/CONTROLS 

2.1 Personnel 

Personnel responsible for project safety include the Project Manager (PM), the Project Safety 
Officer (PSO), and participating project personnel. 

 

2.1.1 Project Manager (PM) 

The Project Manager has ultimate authority and responsibility for project Health and Safety. 
Accordingly, she has the responsibility to: develop and approve the HSP (or assign its development); 

audit compliance with the provisions of this HSP; suspend project activities or modify service 
practices for health and safety reasons; and, to dismiss from a project site, individuals whose onsite 

conduct either endangers the health and/or safety of others or is judged not to comply with the 
provisions of the HSP. 

 
The PM is also responsible for sharing/distributing the HSP to participating field personnel. The  

PM is responsible for implementing all provisions of the HSP and any applicable addenda. 
Implementation includes: 

 

• Reviewing and approving the HSP requirements (if prepared by another project member);  

• Presenting an overview of the provisions of the HSP with project participants;  

• Providing the safety equipment specified herein;  

• Collecting and submitting the requisite health and safety documentation (training 

rosters/certificates, air monitoring records (exposure assessments); site personnel logs, medical 
approvals), and copying them to the PSO, if appropriate; and 

• Designating/identifying a qualified project member as the PSO. 

2.1.2 Project Safety Officer (PSO) 

The designated PSO is responsible for onsite implementation of the HSP. The PSO’s responsibilities include: 

• Maintaining project safety equipment supplies; 

• Performing air monitoring, if and as specified herein; 
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• Directing decontamination procedures, as appropriate; 

• Enforcing the provisions of this HSP for Geocon personnel; 

• Directing emergency response operations until public emergency personnel arrive;  

• Setting up Site Controls, if needed and as specified herein; and 

• Reporting all incidents and infractions to the PM. 

The PSO has the authority to suspend project activities any time he/she determines that the 
provisions of the HSP are inadequate to provide a service/project environment conducive to 

employee safety. Further, the PSO is to inform the PM of any individuals whose onsite actions 
jeopardize either their health and safety or the health and safety of others. 

 

2.1.3 Certified Industrial Hygienist (CIH) 

The Certified Industrial Hygienist (CIH) provides industrial hygiene and safety technical support to the 
PM and PSO. In this capacity she: 

 

• Reviews and approves project HSP; 

• Provides training, as requested; 

• Approves or recommends airborne sampling strategies and monitoring equipment; 

• Provides technical support for the selection and use of Personal Protective Equipment (PPE); and, 

• Provides arbitration on project health and safety issues. 

2.1.4 Project Field Staff 

All project personnel are responsible for: 

 

• Complying with the provisions of this HSP; 

• Performing services in a manner that is consistent with good health and safety practice; and 

• Reading and being knowledgeable of the contents of this HSP. 
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2.2 Personnel Training 

2.2.1 General Site Employees 

Site employees will attend a project orientation prior to starting the project. The orientation will 
review all elements of the HSP, including: 1) the location of potential health and safety hazards on the 

site and 2) requirements of the HSP. The training will also address other Cal/OSHA requirements such 
as the Geocon Hazard Communication Program (T8 CCR §5194), including the potential hazards of 

exposure to heavy metals and petroleum hydrocarbons, and the Injury and Illness Prevention 
Program (T8 CCR §§3203 and 1509). 

 

2.2.2 Tailgate Meetings 

During the active field components of the project PSO will conduct regular (i.e., weekly or daily, as 

appropriate) “tailgate” safety meetings. These meetings will include information on the following 
subjects, as applicable: 

 

• Changes to project scope; 

• Recognized changes to site conditions; 

• Review of safe work practices; 

• On or off the project safety practices; 

• Feedback from employees on hazards, safety suggestions, or concerns; and  

• Recognition for compliance, good safety performance or attitude. 

Attendance at the tailgate meetings is considered a part of each employee’s job responsibilities. 

 

2.3 Medical Surveillance 

Substance-specific medical surveillance is not required for personnel assigned to this project. 

Geocon and subcontractor employees, if required to wear respiratory protection shall have a current 

medical evaluation and approval by a physician or other licensed health care professional (PLHCP). 
Medical evaluations for Geocon staff will be provided in accordance with the Geocon Respiratory 

Protective Equipment Program (ref. T8 CCR §5144(e) “Medical Evaluation”).  

Project personnel are to arrive at the jobsite well rested and physically prepared to perform assigned tasks. 
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3.0 HAZARD AND CONTROL ANALYSIS 

The following hazards were assessed to either exist, or have the potential to develop, during the 

performance of the project activities: 
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Work-Related Driving, Equipment Operation X        
Soil sampling/compaction X  X X  X X  
Excavating – Soil Investigation X X X X  X X  

3.1 Safe Driving 

Hundreds of workers are injured or die in job-related motor vehicle accidents annually. Motor vehicle 
accidents are one of the number-one causes of employee injuries and deaths. Most accidents can be 

avoided by practicing defensive driving. Geocon policies mandate that employees: 

• Prepare themselves and their vehicle for the road before travel; 

• Drive according to posted speed limits unless adverse conditions necessitate slower speeds; 

• Never tailgate, employ the three (3) second rule in following vehicles; 

• Fully comply with California Vehicle Code and other local laws and regulations regarding the use of 
cellular phones for communication while driving – talking on a cell phone and/or texting while driving 

is not only a significant hazard to yourself and others, but also violates Geocon H&S policy; and; 

• Use practical driving procedures in cities, on the freeway, and in rural areas.  

3.2 Mechanical Hazards 

Type(s)/Source: 

• Material Handling/Back Injury; 

• Striking (slips, trips); and 
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• Struck-by injuries. 

Qualified Exposure Risk: Moderate 

Hazard Control(s): 

• Safe Lifting; 

• Isolation - shoulder closure traffic control/work methods/no work during inclement weather  
or darkness; and 

• PPE – safety shoes/boots, ANSI approved Class III safety vests, hardhats, safety glasses. 

3.2.1 Material Handling/Back Injury 

Hazard: It is expected that field personnel will be required to lift heavy equipment and supplies 

and/or perform arduous tasks during this project. Accordingly, back injuries or physical strain may be 
caused by: routine lifting or one-time-only lifting; the weight of a lifted object; the frequency of 

lifting; bending, twisting, or rotating during lifting; prolonged sitting; exposure to vibrations; poor arch 
support in shoes; and not stretching prior to physical activity. If the following “control” mechanisms 

are not exercised, debilitating back injury may occur. 
 

Control(s): Before attempting to lift and carry an object, always test its weight first. If it is too heavy, 
get help. If possible, use mechanical lifting aids. If manageable, the proper method for lifting is: 

 

• Get a good footing; 

• Place feet about shoulder width apart; 

• Bend knees to pick up load. Never bend from the waist; 

• Keep back straight; 

• Get a firm hold. Grasp opposite corners of the load, if possible; 

• Keep the back as upright as possible; 

• Lift gradually by straightening the legs - don't jerk the load; 

• Keep the weight as close to the body as possible; and 
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• When changing directions, turn the entire body, including the feet. Don't twist the body. 

If devices are used for handling materials manually (e.g., two-handed lifters, barrel ring clamps, hand 

trucks, wheelbarrows, etc.), wear protective equipment like gloves and safety shoes to minimize the 
potential of appendages becoming pinched or smashed between the load and stationary features. 

Also, avoid overloading the device. 
 

3.2.2 "Striking" Injuries 

Hazard: Injuries can, and often, result when a person (a kinetic mass) unexpectedly instigates contact 

with another kinetic mass. These occurrences typically result from inadvertent slips, trips and falls. 
Control(s): To minimize risks of “slip/trip” hazards, personnel shall maintain a constant program of 

good housekeeping, keeping areas clear of trip hazards and wet and slippery surfaces. All hand tools 
shall be regularly secured and care shall be taken when entering areas where work is being performed 

above eye level. 
 

3.2.3 Trauma Injuries – Struck by Vehicles or Heavy Equipment 

Hazard: Injuries can, and often, result when workers are the unexpected receptor of contact with 

another kinetic mass. These occurrences typically result from the worker being struck by a dropped or 
collapsed mass, a moving piece of equipment, or more likely a moving vehicle. 

 
Control(s): Engage the vehicle’s warning light bar whenever planning to pull off or exit the roadway. 

When stopped or parked, continue use of the light bar. Employees/workers shall not exit the vehicle 
until they have successfully pulled off of the roadway. In those instances where it is not possible to clear 

the shoulder or median, workers shall exit the vehicle on the side opposite the adjacent traffic flow; 
turn front wheels towards the roadway. Geocon employees will be required to wear hard hats, safety 

glasses and ANSI safety vests, and place safety cones at 10-yard intervals for a minimum of 30 yards (if 
achievable) from the left rear corner of the vehicle so they may be seen by adjacent traffic. 

 
If, based on field observations, the PSO determines soil sampling at specific sites cannot be 

performed safely, the location will be identified on the Site Map and revisited when the sampling 
location can be rendered safe. 

 

3.3 Earthwork Excavation – Trenching Hazards 

Hazard: Cave-in hazards may be created if excavations exceed 4 feet in depth. 
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Controls: Soil excavation work will be conducted in accordance with T8 CCR Construction Safety 
Orders, Article 6, §§1540, 1541, and 1541.1 Appendices A through F.  

 
The PM will identify the “Competent Person” responsible for excavation safety. The Competent 

Person will inspect the site prior to the start of work and as needed throughout the project. In 
addition, daily inspections of excavations, the adjacent areas, and protective systems will also be 

conducted for evidence of a situation that could result in possible cave-ins, indications of failure of 
protective systems, hazardous atmospheres, or other hazardous conditions; e.g., excavation sidewall 

slopes will not be steeper than 45 degrees beneath the edges of the footings of load bearing 
members to reduce the potential for structural distress. 

 
The Competent Person, as directed by the PSO will attempt to minimize cave-in hazards by restricting 

all entry into and around an excavation deemed greater in depth than 5 feet, unstable and/or unsafe. 
OSHA requires that each employee in an excavation be protected from cave-ins during an excavation 

by an adequate protective system designed in accordance with Cal/OSHA standards. Protective 
system options include proper sloping or benching of the sides of the excavation; supporting the sides 

of the excavation with timber shoring or aluminum hydraulic shoring; or placing a shield between the 
side of the excavation and work area. The excavation contractor will choose the most practical design 

approach for any particular circumstance. Once an approach has been selected, however, the 
required performance criteria must be met by that system. 

 

3.4 Underground – Overhead Utility Hazards 

Type(s)/Source: Electric powerlines, water, sewer, and gas (propane) utilities 

Qualified Exposure Risk: Moderate 

Primary “Control”: Isolation (contact USA, independent Utility Locator, Ground Penetrating Radar) 
 

3.4.1 Underground Utilities 

Type(s)/Source:  Electrical, water, sewer, etc. 

Qualified Exposure Risk: Moderate to high – soil excavation, sampling 

Hazard Control: Isolation - contact USA, independent Utility Locator 
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Hazard:  Contact with electrical current can cause shock, electrical burns, and/or be instantly fatal. If 
digging equipment makes contact with electrical wires, it may or may not be insulated from the 

ground by the tires of the carrier. Under either circumstance, the human body, if it simultaneously 
comes in contact with the digging equipment and the ground, will provide a conductor of the 

electricity to the ground. 
 

Control(s):  Demarcate all digging locations, first. Contact Underground Service Alert (USA) (1-800-
227-2600) and review as-built plans before performing any excavation/drilling/coring activity. It is 

advised that a private utility locator be contacted to supplement USA’s demarcations, especially when 
the project is on private property. Soil intrusive work shall not proceed until all locating activities have 

been completed and fully documented in the site records. The initial site safety orientation meeting 
for all personnel onsite shall include a review of the underground utility locations and the location of 

the site map, showing the position of any underground utility lines. The site safety orientation shall 
include a site walkover of each marked utility or line. 

 
Should a subsurface condition be encountered that creates suspicion that there may be an 

unidentified underground line or utility, immediately cease work and secure the equipment. Work will 
not proceed until the potential risk or condition is resolved. 

 

3.4.2 Overhead Utilities 

Prior to site work involving hoisting or lifting operations using heavy equipment, a site inspection will 
be conducted to identify potential overhead hazards such as power lines. A clearance of at least 10 

feet will be maintained between overhead power lines and equipment booms (and hoists). 

3.5 Occupational Noise Hazards 

Vehicle traffic or equipment operated at the project site may present a noise hazard to employees. In 
all cases where the sound pressure levels may exceed a time-weighted average noise dose of 85 

decibels (the Action Level), the PSO will evaluate exposures according to the Geocon Hearing 
Conservation Program (ref. T8 CCR §§5095-5100). Selection of hearing protection will be made in 

accordance with the Geocon Safety Equipment Guide. Only hearing protectors (ear plugs or muffs) 
with a Noise Reduction Rating of 20 dB, or higher, will be used. When worn, earmuffs will be donned 

in the “over the head” position with the hair pulled back from the sealing surface. 
 

Note: In general, noise levels in excess of 85 dBA interfere with communication between two 
individuals speaking in a normal tone of voice at a distance of 3 feet from one another. 
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3.6 Biological Hazards 

Type(s)/Source: Biting insects (mosquitoes, wasps, bees & ticks), animals, poison oak, and 

COVID-19 virus 

Qualified Exposure Risk: Moderate 

Primary Control(s): 

• Site inspection & isolation/avoidance;  

• PPE (Gloves/boots/long-sleeve shirts); 

• Wet sampling methods in dry soils; and 

• Insect repellent, barrier crèmes, wasp spray. 

 
Hazard: Contact with plants, insects, and animals likely to be present at the site should be avoided. 

Plants (such as poison oak) can cause an allergic reaction and skin rash in some individuals. Stinging 
and biting insects, including bees, spiders, and ticks, can cause extreme discomfort and/or serious 

allergic responses. Insect bites are generally not dangerous, unless they are from a poisonous insect 
or mosquitoes potentially carrying West Nile and/or Zika virus. 

 
The primary concern with animal bites and scratches is the potential for infection and/or rabies. 

Snake or scorpion bites can also be dangerous, but more from infection or trauma than the toxins 
injected by the snake or scorpion. 

 
Control(s) – Poison Oak:  Contact with poison oak leaves or stems at any time of the year can cause an 

allergic response.  Once a reaction occurs, repeated exposures further increase sensitivity.  
Conversely, long periods with no exposure will reduce an individual’s susceptibility.  In addition to 

direct contact with the plant, transmission of the allergen can occur by touching contaminated 
clothing, gloves, or tools. When poison oak is burned, the oils can disperse via the smoke particles. 

Breathing this smoke can cause severe respiratory irritation. Over the counter topical barriers such as 
Tecnu® can be applied to exposed skin for protection against poison oak. 

 
After coming in contact with the allergen, the best way to prevent skin irritation is to pour a mild 

solvent such as isopropyl (rubbing) alcohol over the exposed area then wash with plenty of mild soap 
and/or Tecnu® and cold water; avoid using warm water, since it enhances the penetration of the oil. If 

isopropyl alcohol and soap is not available, use cold water by itself to help dilute the oil, to help 
minimize the harmful effects of the resin. 
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Perform these steps within five minutes of exposure.  Even if it’s too late to prevent the rash, washing 
the skin to remove excess plant oil/resin will keep the rash from spreading.  Be sure to thoroughly 

wash your hands, since they serve as the major route for transferring the allergen to other parts of 
the body, especially the face.  

 
Using only a small amount of water or disposable hand wipes is more likely to spread the toxin than 

remove it. You can use soap and/or Tecnu® but only if you also use copious amounts of water. 
 

Control(s) – Biting Insects: Before beginning fieldwork each day, inspect the work area for the 
presence of standing water and inhabitant reptiles and take measures necessary to minimize the 

potential for contact. Specially prepared topical barriers and insect repellent containing 
approximately 50% DEET, or picaridin, IR3535, oil of lemon eucalyptus, or para-menthane-diol for 

long lasting protection can be useful for protecting exposed skin from biting insects. These products 
are commercially available and may minimize the potential for development of skin rashes and/or 

irritations due to such exposures; apply insect repellent sparingly to exposed skin.  
 

Note: Avoid contacting plastic zippers or other plastic closure mechanisms on clothing, equipment 
bags, etc., with DEET containing crème which will cause these materials to degrade. 

 
If you are allergic to bee or wasp stings, be sure to have the appropriate first aid available (e.g., an 

epi-pen) on the project. If you are stung, administer first aid and seek immediate medical attention. 
Be sure a reptile or animal bite victim obtains medical attention quickly if a bite or scratch occurs, 

especially if there is a potential that it was poisonous. In the meantime, administer First Aid by 
scrubbing the wound with soap and water, and rinsing thoroughly under running water. Dry off and 

place a clean bandage on the wound. Victims of these bites should lie down and remain calm and 
motionless; cold packs should be applied and medical attention sought immediately. 

 
Hazard: The COVID-19 virus can be transmitted from infected individuals (who may or may not be 

experiencing symptoms). Project/worksite locations and surrounding communities as well as 
coworkers and community members represent a potential source of exposure for personnel. The 

virus is spread primarily through inhalation of airborne respiratory droplets and aerosols containing 
the virus, and through direct contact to the mucous membranes (eyes, nose) with unwashed hands 

after contacting virus-contaminated surfaces. Our risk reduction guidelines are based on the core 
strategies of physical distancing (a.k.a. social distancing), rigorous personal hygiene (especially the 

hands) and workspace sanitation, and in certain high-risk situations personal protective equipment (in 
particular, N-95 respirator). 
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Control(s) – COVID-19:  Practice physical distancing, personal hygiene, and workspace sanitation to 
minimize exposure to COVID-19 virus. For all activities, maintain a minimum distance of 6 feet from 

other staff, visitors, client representatives, and the general public.  
 

The use of a nose/mouth covering (face mask) provides a means for capturing potentially infectious 
droplets/aerosols produced by the wearer. This reduces the risk of others subsequently becoming 

exposed/infected by reducing airborne aerosols available to be inhaled or to settle onto surfaces. For 
this reason, State and local agencies are encouraging the use of nose/mouth coverings for all persons 

engaging in public activities. Therefore, sampling staff are authorized to wear an acceptable 
nose/mouth covering as an emission barrier for COVID-19 exposure risk reduction. 

 

3.7 Chemical Hazards 

The source of chemical hazards at this site is due to soil contamination from historical mining 
operations.  Diesel impact was encountered on the ground surface in one isolated area near the 

northeastern corner of the Site. The risk of significant airborne exposure to soil contaminants is 
considered to be low while performing backhoe soil excavation, soil sampling, and other tasks 

required on this project. Dust control, soil sampling methods (wet) and safe work practices to be 
employed will significantly reduce the potential for airborne exposures. These controls will 

significantly reduce the potential for airborne exposures above the 2 µg/m3 Action Level for lead 
which is representative of exposure risks to other toxic metals such as arsenic. 

 
Detailed information regarding the physical description of arsenic, lead, and mercury, including health 

hazards, routes of entry into the body, signs and symptoms of exposure and target organs, and 
chemical and physical properties are available in Attachments A, B, and C. Attachment A for Heavy 

Metals is from the NIOSH Pocket Guide to Chemical Hazards.  Attachments B and C for Arsenic and 
Lead are Appendix A of T8 CCR §§5214 and 1532.1, respectively.  Chemical hazard information for 

mercury is on Page 5 of Attachment A. 
 

3.7.1 Toxic Metals including Arsenic and Lead 

Type(s)/Source: Soil impacted due to past uses of the property 

Exposure Route: Inhalation and ingestion; ref. Attachments A, B and C 

Exposure signs/symptoms: See Attachments A, B and C 

Qualified Exposure Risk: Low 
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Exposure Controls: 

• Isolation – site control 

• Avoid contact with, and inhalation of, airborne contaminated dust.  

• Dust control – wet methods; adherence to specific sampling methods and procedures 

Negative Exposure Assessment: Results of industrial hygiene monitoring of representative soil 

sampling procedures for lead, which is representative of potential exposure to toxic metals, using 
these controls, document exposures below the 2 µg/m3 Action Level for airborne lead [ref. T8 CCR 

§1532.1(d)(5)(A)]. 

• PPE – eye (safety glasses or goggles) and hand protection (leather and/or chemical-resistant gloves) 

• Sanitation – follow sanitation and personal hygiene procedures outlined in Section 4.2. 
 

3.7.1.1 Arsenic 

T8 CCR GISO §5214 

CHEMICAL NAME & CAS # ROUTES OF ENTRY 
PUBLISHED EXPOSURE LIMITS 

CATEGORY CONCENTRATION SOURCE 

Arsenic 

7440-38-2 
Inhalation, Ingestion         

PEL-TWA 

Action Level 
10 µg/m3 

    5 µg/m3 
Cal/OSHA    

 

3.7.1.2 Inorganic Lead 

T8 CCR CSO §1532.1 

CHEMICAL NAME CAS # ROUTES OF ENTRY 
PUBLISHED EXPOSURE LIMITS 

CATEGORY CONCENTRATION SOURCE 

Lead, Elemental &  Inhalation 

Inorganic Compounds  Ingestion 

7439-92-1 

Lead Chromate Inhalation 

 Ingestion 

PEL-TWA† 10 µg/m3 Cal/OSHA 

Action Level 2 µg/m3 

 

PEL-TWA as Pb 0.01 mg/m3 

PEL-TWA as Cr 0.005 mg/m3 
†PEL – Cal/OSHA Permissible Exposure Limit; TWA – 8-hour time-weighted average concentration 
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3.7.2 Petroleum Hydrocarbons 

Types/Source: Fuel and lubricants 

• TPH: Total petroleum hydrocarbons and 

• BTEX:  Benzene, toluene, ethylbenzene, xylenes, ethanol and other aromatic hydrocarbons 

Exposure Route: See Attachment D – NIOSH Guides Petroleum Hydrocarbons  

Exposure signs/symptoms: ref. Attachment D 

Qualified Exposure Risk: Low; hydrocarbon impacted soil – diesel was encountered on the ground 
surface in one isolated area near the northeastern corner of the Site.  

Hazard Control(s): 

• Isolation – site control. 

• Engineering Controls – work practices and safe sampling procedures: avoid contact with 
potentially contaminated soil and water; follow sanitation and personal hygiene procedures 
outlined in Section 4.2. In open work areas, unless there are weather conditions of a stagnant 
high-pressure system, ambient breezes are usually adequate to minimize potential exposure to 
hydrocarbon vapors. 

• PPE – eye (safety glasses or goggles) and, hand protection (nitrile gloves). 

• Sanitation – good personal hygiene. 
 

3.7.2.1 Gasoline 

CHEMICAL NAME & CAS# ROUTE OF ENTRY 
PUBLISHED EXPOSURE LIMITS 

CATEGORY CONCENTRATION SOURCE 

Gasoline (8006-61-9) 
Inhalation 
Dermal 

PEL-TWA 300 ppm Cal/OSHA 
PEL-STEL 500 ppm 

 

3.7.2.2 Diesel Fuel 

CHEMICAL NAME & CAS# ROUTES OF ENTRY 
PUBLISHED EXPOSURE LIMITS 

CATEGORY CONCENTRATION SOURCE 
Diesel fuel Inhalation 
68476-31-3 Skin Absorption 

TLV-TWA 100 mg/m3 ACGIH 
 (Vapor & Aerosol) 
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3.7.2.3 Aromatic Petroleum Distillates 

CHEMICAL NAME AND 
CAS# ROUTES OF ENTRY 

PUBLISHED EXPOSURE LIMITS 

CATEGORY CONCENTRATION SOURCE 
Ethylbenzene Inhalation 
100-41-4  
Ethanol; Ethyl alcohol Inhalation 
64-17-5 
Methyl tert-butyl ether Inhalation 
(MTBE) 1634-04-4 
Naphthalene Inhalation 
91-20-3 Skin Absorption 
Toluene Inhalation 
108-88-3 Skin Absorption 
Xylenes Inhalation 
1330-20-7 

PEL-TWA 100 ppm Cal/OSHA 
STEL 125 ppm 
PEL-TWA 1000 ppm Cal/OSHA 
 
PEL-TWA 40 ppm Cal/OSHA 
 
PEL-TWA 0.1 ppm Cal/OSHA 
TLV-TWA† 10 ppm ACGIH† 
PEL-TWA 50 ppm Cal/OSHA 
 
PEL-TWA 100 ppm Cal/OSHA 
STEL 150 ppm 

†ACGIH –American Conference of Governmental Industrial Hygienist; TLV – Threshold Limit Values for Chemical Substances 
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4.0 GENERAL HEALTH AND SAFETY REQUIREMENTS 

4.1 Air Monitoring 

Industrial hygiene monitoring will not be performed for inorganic lead for the tasks being carried out 
for this project. Previous Negative Exposure Assessments for representative tasks and 

characterization activities, using similar controls, document exposures below the 2 µg/m3 Action Level 
for inorganic lead [ref. T8 CCR §1532.1(d)(5)(A)].  The concentrations of arsenic, lead and mercury are 

not sufficient in impacted soil to create dust exposures with high enough concentrations of the metals 
to exceed current exposure limits. 

 

4.2 Personal Hygiene 

The PSO will establish on-site sanitation procedures which may, depending on site tasks and 
conditions involve: hand-wash facilities including clean water and hand soap; waterless hand cleaner; 

sanitary wipes and clean towels at the project site.   
 

All Geocon personnel, subcontractor employees, and Clients and their designees leaving the project 
site (work zones) will clean potential impacted soils from their footwear and follow personal hygiene 

procedures prior to leaving the project site. In addition, the following procedures will be followed to 
ensure worker protection against potential exposure through ingestion: 

 

• Eating, drinking, chewing gum or tobacco, smoking, or any practice that increases the probability 

of hand-in-mouth transfer and ingestion of material is prohibited in any area designated as being 
potentially impacted. 

• Hands and face must be thoroughly washed upon leaving the work area, and before eating, 
drinking, or other non-project activities. 

• Avoid unnecessary kneeling, sitting, leaning, or general contact with potentially impacted surfaces 
or with surfaces suspected of being potentially impacted by hazardous materials (i.e., puddles, 
mud, leachate, etc.). 

4.3 Buddy System 

Project personnel are to work with another person when performing sampling tasks; the client or a 

subcontractor's representative can serve as the second person while the work is being conducted in 
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the field. Under no circumstances, other than completion of paper work at the end of the day, are 
field personnel to work alone at the site. If Geocon personnel are left alone at the site, he/she will 

check in with their PM via telephone to advise that they are safe. 
 

4.4 Work Zone Controls 

Although formal work zones will not be required for this project, work areas will be isolated using 

traffic cones; ref. to sub-section 3.2.3 above. 

4.5 Code of Safe Practices 

General safe work practices to be utilized by all project personnel are summarized below: 

• All nonessential personnel will be kept clear of work areas. 

• The use of entertainment and personal communication devices in the work zone shall not be allowed. 

• Adequate signs and safety devices will be installed on equipment. 

• All site employees will wear assigned personal protective equipment and level of protection as 

designated by the PSO. 

• Eating, drinking, smoking, chewing gum or tobacco, or application of cosmetics is allowed in 

designated areas only. 

• At a minimum, all personnel will wash with soap and water before lunch, using the restroom, and 
at the end of work. The face and hands shall be washed before eating, drinking, smoking, chewing 

gum, applying cosmetics, etc.   

• Over-the-counter drugs and prescription medications must be reported to the PSO for clearance 

before an employee is allowed to work near drill rig or other heavy equipment. 

• When portable electric tools and equipment are used, three-wire extension cords are required. 

• Employees will advise their supervisors of any malfunctioning equipment immediately. 

• An ongoing safety maintenance program for tools and equipment will be instituted. Inspections 
will occur on a regular basis to ensure parts are secure and intact. Defective equipment will be 

repaired or replaced. 

• Appropriate engineering controls and equipment guards will be installed on tools and equipment. 

This includes seat belts & backup warning lights and signals. 
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• A list of names of personnel who are trained in CPR and first aid shall be available. 

• Labels shall be placed on containers of hazardous materials. 

• No one will work alone; the "buddy system" shall be implemented for all field work. 

• Employees shall be trained to identify effects and symptoms of toxic exposure and 
report them immediately. 

• Under no circumstances are Geocon personnel authorized to enter a Permit-Required Confined 
Space or an excavation or trench greater than 4 feet in depth. 
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5.0 PERSONAL PROTECTIVE EQUIPMENT 

The employment of the aforementioned engineering controls is the preferred method of providing 

personal protection from hazards identified at this and any site. PPE provides acceptable secondary 
recourse, but only when engineering controls fail or cannot adequately eliminate exposure to the 

hazard.  The use of PPE is intended to provide protection for onsite personnel from operational 
hazards that cannot be controlled through other safety procedures or work practices. PPE required to 

be onsite for each worker during this project will include: 
 

 Hard Hat (without face Shield)  Safety Glasses 

 Synthetic/Leather Safety Boots/Shoes  Disposable inner gloves (for sample handling) 

 Chem. Resistant Boots  Chem. Resistant gloves  

 Synthetic/Leather Gloves  Air-Purifying Respirator 

 Hearing Protection - Ear Plugs/Muffs  APR Cartridges  

 ANSI Class II/III Safety Vest  Tyvek coveralls  

 Other:________________________________________________________________________ 

Only ANSI approved PPE and NIOSH approved respirators will be assigned for use. The use 
applications for this equipment are summarized in the following matrix. Specific procedures are 

further described below. 
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5.1 Respiratory Protection 

Respiratory protection will not be required during the planned site activities. However, the PSO, in 

consultation with the PM, will determine the need for upgrading the level of protection from “D” to 
“C”. If it is determined that respiratory protection is required, personnel shall don a full facepiece or 

half-mask air-purifying respirator fitted with a combination organic vapor (Black), or organic vapor-
acid gas (Yellow) cartridges and HEPA (P100, Magenta) filters. 

5.2 PPE – Level D Protection 

The protective equipment to be donned by personnel working in the sampling areas  

(Exclusion Zones) includes: 
 

• Body Protection: Body protection shall include the use of "work clothing," including long pants 
and long- or short-sleeved shirts, and Class II/III ANSI-approved safety vest.  

• Head Protection: Non-metallic hard hats shall be worn by all personnel; ref. T8 CCR §§1514 & 
3381 Head Protection. 

• Hearing Protection: Hearing protection shall include the use of foam ear inserts or muffs;  

ref. T8 CCR §5098. 

• Face & Eye Protection: Protective eye wear (i.e., safety glasses) shall be worn by personnel 

working in direct proximity to operating heavy equipment and highway traffic; ref. T8 CCR §§1514 
& 3382 Eye Protection. 

• Hand Protection: Appropriate hand protection shall be required for employees whose work 
involves unusual and excessive exposure of hands to cuts capable of causing injury or 

impairments; ref. T8 CCR §§1514 & 3384 Hand Protection. 

• Foot Protection: Foot protection, such as steel toed shoes or boots shall be required for 
employees who are exposed to foot injuries from electrical hazards, falling objects, or crushing or 

penetrating actions; ref. T8 CCR §§1514 & 3385 Foot Protection. 

5.3 PPE – Level “C” Protection 

Back-Up Respiratory Protection: Level C respiratory protection shall be available as back-up and will 
include NIOSH approved half-face or full-face, air-purifying respirators outlined in Section 5.1. 
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These levels may be up-graded by anyone, with prior notification to management personnel, but shall 
only be downgraded upon approval by either the PSO or the PM. 

5.4 Miscellaneous Safety Equipment 

Additional protective equipment to be available to personnel working at the site is listed as follows: 

 

• Communication:  Portable radios/walkie talkies or cell phones shall accompany all personnel. 

• A minimum 20-pound (B. C. Rated) fire extinguisher will be located onsite. 

• An emergency first aid kit will be available at the support zone at all times. 

• Emergency Response Spill Kit consisting of absorbents, plastic liners, rags, shovels, push brooms, 

Tyvek™ suits, gloves, half-face respirators and cartridges. 

• Self-contained Portable Eyewash Equipment (ref. Sections 5, 7, or 9 of ANSI Z358.1-1981) 

• Copious amounts of potable water - Shall be readily available for both drinking purposes and for 
personal hygiene purposes (e.g., washing, rinsing, and cooling of face and body, etc.). A minimum 
of 2 gallons of drinking water per onsite worker shall be available before work begins, or a 

drinking water source must be immediately available at the project site; ref. Section 3.7. 

• Water source necessary for suppressing airborne (fugitive) dust emissions. 
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6.0 DECONTAMINATION 

Decontamination procedures will be tailored to the specific hazards of the site and may vary in 

complexity and number of steps, depending on the level of hazard and employee exposure to 
potential hazards. Decontamination procedures and PPE decontamination methods will vary 

depending upon the extent of potentially impacted soils required to be handled. Decontamination 
methods and procedures will be routinely evaluated, as necessary, to assure that employees are not 

exposed to hazards by reusing PPE. 

The primary principle in consideration of decontamination procedures is: Avoid unnecessary 
contamination of PPE and Sampling Equipment. The following decontamination guide for 

construction materials, equipment, and PPE have been developed with the intent of reducing the 
potential for the transfer of hazardous chemicals outside the Exclusion Zone. 

6.1 Construction Materials and Equipment 

The PM or designee will control site access to ensure only authorized personnel and equipment and 
materials necessary for work handling impacted soils will be allowed in the exclusion zone. The exterior 

surfaces of excavation equipment, including buckets, tires and/or tracks will be scraped with shovels to 
remove substantial deposits of potentially contaminated soil prior to being rinsed with water. 

Shovels, hand tools, and other equipment will also undergo gross decontamination to remove any 
potentially contaminated soils. Soil, dust, debris, water and decontamination rinseate will be 

controlled to prevent entering nearby storm drains, creeks, or streams. 

6.2 Sampling Equipment Decontamination 

Decontamination of soil sampling equipment shall include washing with a solution of TSP, Alconox®, 

or Liquinox® and water followed by a double rinse of deionized water between samples and before 
vacating the work area. 

6.3 PPE Decontamination 

The PSO will determine the necessity for and level of decontamination appropriate to this project. 

Decontamination of PPE may be accomplished by personnel passing through separate stations or 
stages to reduce and remove contaminated clothing and equipment. Decontamination stations may 

include the following procedures listed sequentially below. 
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Stage No. 1: Segregated Equipment Drop - Equipment and consumables that require either disposal or 
special handling (e.g., special and/or equipment decontamination) shall remain in this area and be 

decontaminated, if appropriate, or disposed of with the excavated materials or other potentially 
impacted materials. 

 
Stage No. 2: PPE Decontamination – Disposable PPE that has been potentially impacted will be placed 

in 55-gallon steel drums or plastic liners and disposed of with the other solid wastes generated. 
Stage No. 3: General Field Wash - Personnel shall wash and rinse face and hands with soap and 

water before leaving the site and/or eating. If changing of clothing is necessary, it shall be done at 
this time. Respirator decontamination, if required, shall include a wash with soap and water 

followed by a clean water rinse. 
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7.0 EMERGENCY RESPONSE PROCEDURES 

7.1 Physical Injury 

In the event of an accident resulting in physical injury, call emergency service personnel immediately 
and perform first aid commensurate with training and seriousness of the injury. Severely injured 

personnel are to be transported only by emergency service personnel and/or by ambulance 
personnel, unless a life-threatening condition is judged to exist that must be addressed immediately. 

At the hospital, a physician's attention is mandatory regardless of how serious the injury appears. 
The PM is to be notified by the PSO, as soon after the injury as practical, regarding the nature of the 

accident. A written report is also to be prepared and submitted by the PSO to the PM within 24 hours 
of the accident. If the PSO is unable to make the report (due to injury) an individual designated by the 

PM shall make the report. 

7.2 Catastrophic Event 

In the event of a catastrophic event (e.g., severe personal injury, fire, explosion, and/or property 
damage), notify the fire/safety and rescue department immediately by dialing 911. 

Any accident involving serious injury will require suspension of site activities until the PM (or designee) 
has completed a review of the events and site conditions and authorized work to resume. 

The PM (or designee) will notify the nearest Cal/OSHA District Office immediately (within 8 hours) by 
phone or fax upon learning of a death or serious injury: 

 
Sacramento District Office 
1750 Howe Ave. Suite 430 
Sacramento, CA 95825 
phone: (916) 263-2800 
email: DOSHSAC@dir.ca.gov 
 

7.3 Emergency Telephone Numbers 

Fire/Police/Medical Assistance: 911 
Grass Valley Police Department: 530-477-4600 – Non-Emergency 
Poison Control: 800-222-1222 

 

Other phone numbers may be available or required for emergency response at specific sites. Check 
with onsite representatives before mobilizing to the job site. 
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7.4 Project Site Address 

Site Location: The site is located south of Joyce Drive, east of State Highway 20/49, and west of Whiting 
Street in Grass Valley, California. Access is from the west via South Auburn Street to Whiting 
Street to Joyce Drive.  

7.5 Hospital Address and Route 

Hospital Reference: Sierra Nevada Memorial Hospital   (530) 274-6000 
 155 Glasson Way, Grass Valley, CA 95945  

From the Site:  Head east on Joyce Drive towards Whiting Street and turn left 
on Whiting Street. In 0.4 miles, turn left on West Empire Street, and then turn 
right onto CA 20/49 towards Nevada City. In 1.4 miles, take exit 183A for 
Dorsey Drive. Turn left onto Dorsey Drive. In 0.2 miles turn left onto 
Catherine Lane. In 0.1 miles turn left onto Glasson Way. Then turn right, and 
the destination is on the right. (See Figure 1.) 



Joyce Drive Property 
Health and Safety Plan 

Geocon Project No. S2510-07-01 - 30 - April 2026 

8.0 PLAN APPROVAL 

The undersigned has reviewed and approved this Health and Safety Plan prepared for the Joyce Drive 
Property south of Joyce Drive and east of Whiting Street in Grass Valley, California, as described herein. 

Pamela Murcell, CIH 
Project Certified Industrial Hygienist  
ABIH Certification No. 3237, Exp. December  1, 2028 

April 29, 2026 
Date 

Jason Muir 
Site Project Manager 

April 29, 2026 
Date 

The following personnel, including subcontractors involved with the project activities have reviewed, 
or received a copy of this Plan and Attachments A, B, C, and D, and agree to follow the health and 
safety procedures described herein. 

Print Name Title Signature Date 
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at the site. The contractor’s Project Superintendent will be responsible for managing the cleanup work 
and overseeing health and safety at the site.  

The City has retained Geocon to prepare this CAMP and to perform monitoring during the cleanup 
project. Geocon has prepared a HSP to address the health and safety of Geocon’s employees working 

at the site. 

Key personnel, affiliations, titles/responsibilities, phone numbers, and email addresses are listed in the 

following table. 

Agency/ 
Company Name Title/ 

Responsibility 
Phone 

Number Email Address 

City of Grass 

Valley 

Amy Kesler-

Wolfson 
Project Manager  530 274-4711 awolfson@cityofgrassvalley.com 

DTSC Sarah Larese Project Manager 714 484-5321 sarah.larese@dtsc.ca.gov 

USEPA 

Region 9 

Stephanie 

Steinbrecher  

USEPA Brownfields 

Project Officer 
415 947-4256  steinbrecher.stephanie@epa.gov  

USEPA 

Region 9 
Audrey Johnson USEPA Quality 

Assurance Manager 
415 972-3411 johnson.audreyl@epa.gov 

Geocon Jason Muir, PE, GE Technical Manager  530 913-5996 muir@geoconinc.com 

Geocon Josh Ewert, PG Quality Assurance 

Manager 
916 852-9118 ewert@geoconinc.com 

Geocon Nicole Hastings-

Bethel 

Site Health and 

Safety Officer 
916 852-9118 hastings@geoconinc.com 

CLS Janet Massingill Laboratory Quality 

Assurance Manager 
916 638-7301 janet@californialab.com 

Eurofins Heidi Hayes Laboratory Quality 

Assurance Manager 
916 605-3341 heidi.hayes@et.eurofinsus.com 

CLS = California Laboratory Services 
Eurofins = Eurofins Air Toxics Laboratory 

Roles and responsibilities are summarized below:  

• The City is responsible for project management and contracting. Amy Kesler-Wolfson, City Planner, 
serves as the City’s representative.  

• Scott Stollman, USEPA Region 9 Brownfields Project Officer, provides technical assistance and 
verifies consistency with USEPA Brownfields program site assessment guidelines.  
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• Audrey Johnson, USEPA Region 9 Quality Assurance Manager, is responsible for review and 
approval of the quality assurance plans related to site investigation. 

• Jason Muir, PE, GE, is Geocon’s Technical Manager. He is responsible for overall coordination of 
project activities and providing periodic updates to the DTSC, USEPA, and City concerning project 
status. The Technical Manager has the primary responsibility for implementing individual work 
scopes including scheduling, project performance, and cost tracking. 

• Nicole Hastings-Bethel is Geocon’s Field Team Leader and Site Health and Safety Officer and is 
responsible for implementing the field and laboratory services and managing subconsultants and 
subcontractors. The Field Team Leader and Technical Manager are responsible for the collection, 
storage, review, and use of all field and laboratory data and final laboratory reports. 

• Josh Ewert, PG, is Geocon’s Quality Assurance Manager and is responsible for reviewing data 
generated during the site investigation and directing the data validation process. The Quality 
Assurance Manager will be independent from the project team generating the data and will provide 
technical assistance as needed to ensure that quality assurance issues are adequately addressed. 
The Geocon Quality Assurance Manager and Geocon Technical Manager will be responsible for 
review and approval technically accurate and defensible draft and final versions of site investigation 
reports, ensuring that the data presented in the report text, tables, and figures are compatible with 
the field documentation and laboratory reports. 

• Janet Massingill, the California Laboratory Services (CLS) Quality Assurance Officer, is responsible 
for review and validation of all analytical data and laboratory reports prepared by CLS.  

• Heidi Hayes, the Eurofins Air Toxics (Eurofins) Quality Assurance Officer, is responsible for review 
and validation of all analytical data and laboratory reports prepared by Eurofins. 

The Technical Manager will appoint a Construction Quality Assurance (CQA) Monitor, who will perform 
air monitoring and compliance monitoring during the cleanup project.  

2.4 Quality Control 

The Technical Manager and CQA Monitor are responsible for controlling the quality of the air 

monitoring data, including instrument calibration, training, documentation, and recordkeeping.  

Instrument Calibration 

Instrument calibration must be performed in accordance with the manufacturer’s instructions at the 
beginning of each workday. All instrument calibration and maintenance activities, as well as calibration 

results, must be documented in the field logs. 
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Training 

All personnel responsible for calibrating, handling, or interpreting the air monitoring meters, air 

samplers, or meter/sampling output data must have sufficient prior experience with such work. 

Documentation and Recordkeeping 

Documentation of community air monitoring information is required in order to provide a written 
record of the air monitoring results and response actions taken, and to allow for verification that the 

air monitoring and fugitive emission control program was followed in accordance with this CAMP. 
Reporting requirements are set forth in Section 6.0. 

2.5 Contaminants of Concern 

The contaminated soil and sediment to be removed are sand and silt with variable rock content. The 

COCs include arsenic, cobalt, lead, and mercury, which are related to ambient conditions in the site 
vicinity resulting from historical gold mining and ore processing on nearby property. Diesel-range 

organics (DRO) was detected at one isolated location at the ground surface near the site entrance. COCs 
media are summarized in the following table.   

Contaminant of 
Concern 

Affected Site Media Detected Concentrations (mg/kg) 

So
il 

So
il 

Du
st

 

So
il 
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po
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nd
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Se
di
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Maximum Mean 95% UCL 

Arsenic X X    X 870 39.8 50.6 

Cobalt X X    X 43.1 10.4 11.6 

Lead X X    X 480 52.4 57.6 

Mercury X X    X 15 1.10 1.23 

Diesel-range Organics X      270 na1 na1 
1  Not applicable. Diesel range organics (DRO) was detected only in one isolated surface location. 
mg/kg = milligram per kilogram, UCL = Upper Confidence Limit on the mean concentration 

2.6 Schedule 

The cleanup project is scheduled for August through October 2026. Work may be performed Monday 

through Saturday between 7:00 AM and 7:00 PM. Air monitoring is to be performed during all activities 
that involve the disturbance of contaminated soil or sediment unless the DTSC determines that the 
specific work and engineering controls do not require air monitoring.  
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3.0 DUST MITIGATION 

Best management practices (BMPs) for dust mitigation are set forth in the Dust Mitigation Plan (DMP) 
appended to the Response Plan. The DMP sets forth engineering controls for fugitive dust prevention, 

track-out prevention and surface protection, and requires monitoring to verify that the engineering 
controls are effective. Key elements of the DMP are summarized below.  

3.1 Engineering Controls 

Engineering controls and dust control measures apply to all mechanical soil disturbances in 
contaminated areas at the site, including areas with contaminated fill and contaminated sediment. Soil-

disturbing activities include any mechanical soil disturbance in the contaminated areas. Mechanical soil 
disturbance may result from activities such as movement of equipment and vehicles, excavation and 

transport, and sample collection. The engineering controls are to be implemented during any 
mechanical disturbance of contaminated materials. 

Traffic Control 

Maximum speed for any vehicle or equipment on the site shall be 10 miles per hour.  Slower vehicle 

speeds may be necessary to reduce soil disturbance or dust generation. Vehicular and equipment travel 
should be limited to designated areas. Only vehicles and equipment directly involved with the cleanup 

project shall be allowed in the contaminated work areas. All other vehicles and equipment shall remain 
parked in a designated clean area on-site. 

Track Out Prevention 

No soil is allowed to leave the contaminated work areas through vehicle or equipment track-out. 
Vehicles and equipment shall be visually inspected for soil or mud accumulation and shall be washed 

down as necessary at the contaminated area ingress/egress location before leaving the contaminated 
area. 

Soil Excavation and Transport 

If the ambient soil moisture is not sufficient to prevent fugitive dust generation, water shall be sprayed 

to sufficiently wet areas of traffic, disturbance, and stockpiled soil.  Soil and sediment shall be 
adequately wetted such that no visible dust emissions occur. Excavation transport operations shall be 

suspended when, despite application of dust mitigation measures, wind speeds are high enough to 
result in fugitive dust emissions.   
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Soil Stockpiles 

Contaminated soil and sediment may be temporary stockpiled for waste classification and loading onto 

trucks. Active stockpiles are to be adequately wetted or covered with waterproof tarps. Inactive 
stockpiles must be covered with waterproof tarps that are secured from wind and rain, and surrounded 

by BMPs for erosion and sediment control, such as straw wattles and silt fence.   

3.2 Compliance Monitoring 

The CQA Monitor shall conduct the following compliance monitoring during any mechanical 
disturbance of contaminated soil or sediment: 

• confirm implementation of track-out controls;  

• confirm that sufficient water is applied so that no visual fugitive dust is observed;  

• confirm that on-site travel speeds are followed; 

• confirm that contaminated soil is placed back into the exploratory excavations; and  

• confirm that investigation activities are in compliance with the guidelines of the DMP. 
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4.0 AIR MONITORING 

This section describes the air monitoring protocols to be performed during disturbance of 
contaminated soil and sediment. Air monitoring under this CAMP is required during all activities that 

disturb contaminated soil or sediment.  

4.1 Objectives 

The primary objectives of air monitoring are to: 

• determine whether airborne concentrations of fugitive dust and COCs exceed action levels or 
regulatory limits established for the site; 

• develop a relationship between fugitive dust levels and concentrations of COCs so that direct-
reading particulate measurements can be used as a surrogate for COC concentrations in dust; and 

• Verify that engineering controls and work practices are effective to mitigate potential community 
impacts. 

4.2 Locations 

Air monitoring is to be performed at one upwind site perimeter location and two downwind site 
perimeter locations, relative to the daily work area (where soil-disturbing activities are anticipated). 

The wind measuring location will be in the general area encompassed by the work area and the air 
monitoring locations. Upwind and downwind monitoring locations will be moved during the workday 

when the wind direction or the work location changes. 

Air monitoring locations are to be selected in accordance with the requirements of Title 40 of the Code 

of Federal Regulations, Part 58 (40 CFR Part 58), Appendix E. Locations for air monitoring and 
meteorological instrumentation are subject to review and approval by the DTSC. We will use National 
Weather Service forecasts, current conditions and recent trends from the on-site meteorological 

station to position the monitors each morning prior to the start of any soil-disturbing activities. The air 
monitoring locations will be recorded by GPS each morning and whenever the locations are changed. 

Concentrations of COCs upwind of the work area will be measured at the start of each workday and 
periodically thereafter to record background conditions. Downwind measurements will be compared 

to upwind measurements to determine whether on-site soil activities are generating fugitive dust and 
thereby potentially contributing to community exposures. 
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4.3 Meteorological Monitoring Parameters 

We will use a portable meteorological station to measure and record: 

• temperature, 

• barometric pressure,  

• wind speed, and 

• wind direction. 

Location and Mounting 

The meteorological station will be mounted at a safe and easily accessible location away from and 
above site features or other obstructions that may affect ambient air flow patterns. Wind speed and 
direction measurements will be checked at least once per hour during the workday. The meteorological 

station will be relocated if a significant and sustained shift in wind direction is observed.  

Data Recording 

The data will be averaged on 15-minute and one-hour averaging periods and will be recorded in tabular, 
digital format. Wind gusts will be recorded as a “three-second peak” for each 15-minute period. The 

CQA Monitor will download data from the station and save it digitally in a secure location each day, 
with digital backup. The CQA Monitor will submit the downloaded data to the DTSC at least once per 

week in columnar format with the project field logs. Conditions and instrument maintenance will be 
documented on the field logs. 

Threshold Wind Speed 

If sustained winds exceed 20 miles per hour (mph), work will be stopped until the wind speed decreases 

below the “stop work” level.  

Calibration 

Meteorological equipment will be calibrated by an independent third party at least twice per year and 
as required by the equipment manufacturer. 

4.4 Dust Monitoring Parameters 

The COCs in contaminated soil and sediment are adsorbed to the soil/sediment particles. Fugitive dust 
(particulate matter) monitoring will be used as a surrogate for direct laboratory measurement of COCs 
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in air. Real-time dust monitoring is to be performed to verify that the dust mitigation procedures (such 
as water application for soil moisture control) are effective in controlling dust emissions. 

Locations 

This CAMP requires dust monitoring units at the following locations, as a minimum: 

1. upwind of the work area to monitor background airborne dust conditions; and 

2. at two locations on the downwind site boundary. 

Dust monitoring for worker protection will also be required by the HSP prepared by the contractor 
selected to perform the cleanup work. A personal dust monitor is typically placed on the equipment 

operator where worst-case dust concentrations are anticipated. This CAMP focuses on fence-line 
monitoring for community protection and does not address personal dust monitoring for worker 

protection.  

Data Recording 

Continuous particulate matter data must be reported for one-hour and 24-hour averaging periods. It is 

acceptable to also include 15-minute averaging periods for comparison to data for the 15-minute 
meteorological averaging period. 

Data will be reported in columnar spreadsheet format, with explanation and legend. All data reported 
by the unit must be recorded, including date, time, and PM10 concentration in air. PM10 

concentrations must be reported to the nearest 0.1 microgram per cubic meter (μg/m3). The data 
report must indicate whether the instrument is reporting data based on flow rates corrected to “actual” 

or “standard” temperature and pressure conditions (PM10 data should be reported in standard 
temperature and pressure conditions, while PM2.5 should be reported at actual temperature and 

pressure conditions by calculation based on the meteorological data). 

Calibration 

All particulate monitoring equipment must be calibrated at least once per quarter and pursuant to the 
manufacturer’s recommendations. Particulate monitoring equipment must undergo an independent 

audit every quarter. The calibration report must describe how flow rates are verified.  
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Dust Action Level 

If airborne dust monitoring results exceed the California Code of Regulations, Title 17 (CCR Title 17) 

Section 70200 fence-line action level (AL) for dust in air of 50 μg/m3 (also expressed as 0.05 milligrams 
per cubic meter, or mg/m3), then additional water must be applied to the soil, and additional 

engineering controls for dust suppression must be performed as required to maintain dust 
concentrations below the AL. In addition to the monitoring requirements described above, no visible 

dust resulting from the disturbance of contaminated soil shall cross the property line.  

Air Monitoring Requirements 

The lead agency or local enforcement agency may require additional dust monitoring and may also 
require air sampling and analysis at any time during the remedial action. If conditions arise such that 

additional monitoring is required, the monitoring shall be conducted in accordance with these 
guidelines unless modified by the agencies. Air sampling and analysis, if required, is to be performed in 

accordance with NIOSH Method 7082, with analysis by flame atomic absorption spectroscopy (FAAS). 
All results of air monitoring shall be reported to the DTSC within 48 hours. 

4.5 Schedule 

Particulate monitoring and meteorological monitoring are to be performed for a minimum of two days 
prior to soil disturbing activities to establish a baseline. The baseline monitoring should be conducted 

for at least 8 hours per day to represent the duration of a typical work shift.  

Particulate monitoring and meteorological monitoring are to be performed during activities that disturb 

contaminated soil and sediment. Non-intrusive activities such as sample collection are not expected to 
generate dust and therefore do not require particulate monitoring unless visible dust is generated. 

4.6 Equipment 

Particulate monitoring should be performed using real-time monitoring equipment capable of 

measuring particulate matter with a diameter of 10 micrometers or less, and able to calculate a running 
15-minute average. All direct-reading instruments shall be equipped with an audible alarm set to 

indicate exceedance of the action level. Airborne dust levels are to be monitored using active, real-
time, data-logging aerosol monitors such as an MIE pDR1200 with PM-10 inlet attached to a sampling 

pump, or approved equivalent. 
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5.0 ACTION LEVELS 

The following action levels are established for wind and fence-line dust concentrations.  

5.1 Threshold Wind Speed 

If sustained wind speeds exceed 20 mph, then all potential dust-producing activities shall cease until 
the sustained wind speed declines to 20 mph or lower. A wind speed “stop work” notification level 
must be set on a one-minute block average (the wind speed obtained by averaging the measured values 

over a one-minute period) using data from the on-site meteorological station. Non-dust-producing 
activities such as equipment maintenance and decontamination may be conducted during wind speeds 

exceeding 20 mph. 

5.2 Fugitive Dust Action Level 

As set forth in CCR Title 17 Section 70200, the AL for fence-line suspended particulate matter (airborne 
dust) is 50 µg/m3, which is equal to 0.05 mg/m3.  

This value is based on a 24-hour sample obtained using a PM10 sampler, determined by real-time air 
monitoring as the difference between upwind and downwind measurements. PM10 is defined 

generally by the CAMP Guidance as particulate matter with a diameter of 10 µm or less. CCR Title 17 
Section 70200 states that the PM10 sampler is intended to collect a range of particulates reflecting the 

characteristics of lung deposition, collecting approximately 50% of all particles of 10 µm aerodynamic 
diameter and collecting a declining fraction of particles as their diameter increases and an increasing 

fraction of particles as their diameter decreases. 

If fence-line airborne dust monitoring results exceed the AL, then additional water must be applied to 
the soil, and additional engineering controls for dust suppression must be performed as required to 

maintain dust concentrations below the AL. 

5.3 Visual Assessment 

At no time shall the contractor allow visible dust to leave the site perimeter. If visible dust is observed  
leaving the work site, then work must cease immediately, the source of the visible dust must be 

controlled, and site activities must be re-evaluated. Additionally, pursuant to Chapter 7 of the CAMP 
Guidance, the observation of visible dust emissions exiting the site must be recorded and reported to 

the DTSC. 



 
 Community Air Monitoring Plan 

Joyce Drive Property, Grass Valley 
 

Geocon Project No. S2510-07-01 - 16 - April 2026 

5.4 Site-Specific Action Limits for COCs 

Procedures for development of Site-Specific Action Limits (SSAL) are presented in Appendix E of the 

CAMP Guidance, which outlines procedures for derivation of a health-based dust concentration limit 
(DCL) based on the assumption that contaminant concentrations in dust are proportional to 

contaminant concentrations detected in soil per the following equation. 

 

where: 

CF = unit conversion factor [1E-06 kg soil/mg soil] 

COC = contaminant of concern 

CCOC = concentration of COC in soil [mg/kg] 

DCL = dust concentration limit (not-to-exceed value) [ug/m3] 

SSALCOC = site-specific action limit for a specific COC [ug/m3] 

The DTSC Human and Ecological Risk Office (HERO, 2022) recommends that site perimeter (fence-line) 

DCLs be calculated using: 

• arsenic and mercury SSALs based on 8-hour Reference Exposure Levels (REL) developed by the 
California Office of Environmental Health Hazard Assessment (OEHHA) Air Toxics Hot Spots Program;  

• a cobalt SSAL based on the National Institute for Occupational Safety and Health (NIOSH) REL; 

• a lead SSAL based on the National Ambient Air Quality Standard three-month average; and 

• both maximum and central-tendency (95% UCL) contaminant concentrations in soil. 

These parameters and the calculated fence-line DCLs are listed in the following table. Contaminant 

concentrations listed in the table below are based on all validated data for soil to be excavated (see 
Table 10 of the Response Plan). Datasets and UCL statistics are presented in Appendix G of the Response 

Plan. 
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Parameter Unit 
 Value 

Arsenic Cobalt Lead Mercury 
Site-Specific 
Action Limit 

(SSALCOC) 
µg/m3 0.015 50 0.15 0.06 

Contaminant 
Concentration in 

Soil (CCOC) 
mg/kg 

95% 
UCL 

Max 
Detect 

95% 
UCL 

Max 
Detect 

95% 
UCL 

Max 
Detect 

95% 
UCL 

Max 
Detect 

52 260 13.6 43.1 85 480 1.8 15 
Dust 

Concentration 
Limit (DCL) 

µg/m3 288 57 3.7E+06 1.2E+06 1,764 312 33,333 4,000 

The CCR Title 17 Section 70200 AL for fence-line suspended particulate matter is 50 µg/m3. This value 
is lower than all DCLs listed in the table above. Use of this lower AL (50 µg/m3) is appropriate for fence-

line monitoring. 

The CAMP Guidance states that if site-specific particulate or aerosol action levels are required, then 
additional integrated sampling and chemical analysis of the dust may also be required to verify the 

accuracy of the initial SSAL model. 
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6.0 REPORTING 

Reporting includes immediate reporting for exceedances, baseline reporting, periodic reporting, and a 
project summary report.  

6.1 Reporting of Action Level Exceedances 

All measured fence-line dust concentrations exceeding the AL (50 µg/m3) must be reported the same 
day to the DTSC. The report must be sent by email to the DTSC Project Manager and must list the AL 

and all 15-minute and hourly data collected during the period of elevated concentrations. The report 
should document routine and unusual on-site and off-site activities occurring during the incident, and 

should corrective actions taken to mitigate the dust release as well as any future actions planned. 

6.2 Baseline Reporting 

A Baseline Air Monitoring Report must be submitted prior to, or as part of, the first Progress Report. 

Documentation Reports 

6.3 Periodic Reporting 

Reports are to be submitted on a weekly basis to the DTSC Project Manager. The periodic reports  

are to include:  

• Tabulated, digital meteorological data including 15-minute block average data;  

• Tabulated, digital dust monitoring data including 15-minute running average data for each location; 
and 

• Graphical dust monitoring data with comparison to the AL. 

The periodic reports are to be submitted to the DTSC within two business days after the end of each 

monitoring period. 

6.4 Project Summary Report 

A project summary report is to be submitted to the DTSC within 30 days after the end of the cleanup 
project. The summary report is to include:  
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• a narrative summary;  

• all air monitoring data in electronic format; 

• calculated percentage data recovery for all parameters monitored; 

• a summary of AL exceedances at each monitoring location; 

• all meteorological data in electronic format for both 15-minute and one-hour intervals; and 

• a wind rose chart depicting wind speed and direction by stability class. 
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7.0 REFERENCES 
DTSC, January 2020, Community Air Monitoring Plan Guidance, https://dtsc.ca.gov/wp-content 

/uploads/sites/31/2020/10/2020-CAMP-Guide-FINAL-w-appendices-072020-A.pdf, January 2020.  
 
Geocon Consultants, Inc., September 2023, Report of Findings and Response Plan, Joyce Drive Property, 

Grass Valley, California 
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TRANSPORATION PLAN 

1.0 INTRODUCTION 

Geocon Consultants Inc. (Geocon) prepared this Transportation Plan (Plan) to support remedial action 
(the cleanup project) at the Joyce Drive Property (the site) in Grass Valley, California. This Plan is part of 
the Report of Findings and Response Plan (Response Plan) prepared on behalf of the City of Grass Valley 

(the City) to characterize contaminated soil and sediment at the site and describe its proposed removal 
and off-site disposal. The site is designated for affordable housing development, but like many properties 

in the historical Grass Valley Mining District, soil and sediment at the site concentrations of heavy metals 
(arsenic, cobalt, lead, and mercury) that are not suitable for the proposed residential development. 

The site investigation and cleanup planning were funded by United States Environmental Protection 
Agency (USEPA) Brownfields Assessment Grant #98T42301 as part of the City’s 2022 Community-Wide 

Assessment. The California Department of Toxic Substances Control (DTSC) is the lead regulatory 
agency overseeing the cleanup.  

1.1 Purpose and Objective 

The purpose of this Plan is to outline methods for off-site transportation and disposal of waste 

(contaminated soil and sediment) generated by the cleanup project. The objective of this Plan is to 
reduce the potential for impacts to the surrounding community and the environment during the 

cleanup project, including the transportation and disposal of contaminated waste materials. 

1.2 Site Description 

The site is within the city limits of Grass Valley, California, approximately 50 miles northeast of 

Sacramento, near the junction of State Routes 49 and 20 (Figure 1). The undeveloped, 3.74-acre site is 
in the southern portion of Grass Valley, east of the Golden Center Freeway (State Route 20/49), west 

of Whiting Street, and south of Joyce Drive (Figure 2). Site identification information and project contact 
information are listed below.  
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Site Joyce Drive Property 
    Address South of 200 Block of Joyce Drive, Grass Valley, California 95945 
    Size 3.74 acres 
    Other Site Names Proposed Heritage Oaks Phase 2 affordable housing development 
    USEPA ACRES ID 255511 
    DTSC Site Code 102504 
    Associated DTSC Site Codes None 
    EnviroStor ID 60003507 
    Assessor’s Parcel Number 029-280-016-000 
    Section, Township and Range NW ¼ of SE ¼ of Section 34, Township 16 North, Range 8 East, MDM 
    USGS Quadrangle Grass Valley, California 
    Latitude 39.205° (N) 
    Longitude -121.063° (W) 
    Land Use Undeveloped open space 
    Zoning NC-FLEX GVCity (Neighborhood center flex, City of Grass Valley) 

Proponent City of Grass Valley 
    Point of Contact Amy Kesler-Wolfson, City Planner and Grantee Project Manager 
    Mailing Address 125 East Main St., Grass Valley, CA 95945 
    Phone Number 530 274-4711 
    Email awolfson@cityofgrassvalley.com 

Consultant Geocon Consultants, Inc.  
    Point of Contact Jason Muir, PE, GE 
    Mailing Address 3160 Gold Valley Drive, Suite 800 Rancho Cordova, CA 95742 
    Phone Number 916 852-9118 
    Email muir@geoconinc.com 

Land to the north, northwest, and east is used for residential purposes. Most of these homes are 
associated with Habitat for Humanity’s Heritage Oaks Phase 1 affordable housing development. Land 

use in other directions is mixed commercial and residential. 

1.3 Project Description 

The proposed cleanup project is a non-time-critical removal action including the excavation and off-site 
disposal of an estimated 10,712 cubic yards of soil and sediment contaminated by elevated concentrations 

of heavy metals. The cleanup is being performed to prepare the site for residential development.  

The proposed soil and sediment excavation areas are relatively flat. Up to approximately 4 feet of soil 

is to be excavated from the proposed building areas, and approximately 2 feet of sediment is to be 
excavated from the floodplain adjacent to Little Wolf Creek. No excavation is proposed within the banks 

or normal high-water level of the creek.  The cleanup project includes the following work items: 
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5.0 REFERENCES 

Geocon Consultants, Inc., April 2026, Report of Findings and Response Plan, Joyce Drive Property, Grass 
Valley, California 
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MAP A
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OFF-SITE TRANSPORTATION ROUTE MAP

JOYCE DRIVE PROPERTY, GRASS VALLEY, CA
TO OSTROM ROAD LANDFILL, WHEATLAND, CA

APPROXIMATE 
SITE LOCATION

Recology
Ostrom Road Landfill, Inc.
5900 Ostrom Road
Wheatland, CA 95692

APPROXIMATE 
SITE LOCATION
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MAP B

JUNE 2025

OFF-SITE TRANSPORTATION ROUTE MAP

JOYCE DRIVE PROPERTY, GRASS VALLEY, CA
TO KETTLEMAN HILLS, CA

Kettleman Hills Facility
35251 Old Skyline Road
Kettleman City, CA 93239

APPROXIMATE 
SITE LOCATION
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MAP C 
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OFF-SITE TRANSPORTATION ROUTE MAP

JOYCE DRIVE PROPERTY, GRASS VALLEY, CA
TO CLEAN HARBORS BUTTONWILLOW, CA

APPROXIMATE 
SITE LOCATION

Clean Harbors Environmental
2500 W. Lokern Rd
McKittrick, CA 93251
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	BOND FOR LABOR AND MATERIALS
	Address of Surety: ______________________________________________________
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	BOND OF FAITHFUL PERFORMANCE
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